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Variation of The Attachment

VARIATIONSCX1500A-3

LineS
peed*

Front/RearWinch
(Ratedwith12tload)

m/min

110(45)

ThirdWinch
(Ratedwith12tload) 95(30)

BoomHoistWinch 44

SwingSpeed min-1(rpm) 1.7
TravelSpeedHigh/Low* km/h 1.5/0.9
Gradeability %(Degree) 30(17)
EngineModel ISUZU6HK1(StageIIIA)

EngineRatedOutputPower kW/min-1

(ps/rpm)
200.6/1850
(269/1850)

Note:Speedsmarkedwith"*"mayvarydependingonloadapplied.

BoomLength m 15to75
GroundContact
Pressure kPa(kgf/cm²) 109(1.11)

(Boomlongestlengthwith35thook)
OverallOperating
Weight t Approximately146

(Boomlongestlengthwith35thook)

Crane Specification  
(Boom Longest Length)

BoomLength m 15to72

GroundContact
Pressure kPa(kgf/cm²)

109(1.11)
(Boomlongestlength+35t

aux.sheave+12thookattached)

OverallOperating
Weight t

Approximately147
(Boomlongestlength+35t

aux.sheave+12thookattached)

Crane Specification   
(Boom Longest Length with Aux. Sheave)
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 VARIATION SCX1500A-3

BoomLength m 24to63
CraneJibLength m 10to28
Boom+CraneJib
LongestLength m 63+28

GroundContact
Pressure kPa(kgf/cm²)

110(1.12)
(Boom+cranejiblongestlength35t+12

thookattached)

OverallOperating
Weight t

Approximately148
(Boom+cranejiblongestlength35t+12

thookattached)

Crane Specification 
(Boom Longest Length with Crane Jib)
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Specifications


SPECIFICATIONSSCX1500A-3

Specifications

Model ISUZU6HK1
Type 4-cycle,Water-cooled,Directinjection,Turbo-charged,

Dieselengine
Displacement 7.79liters
RatedOutput 200.6kW/1,850min-1(269ps/1,850rpm)
FuelTankCapacity 460liters
Notes EnginemeetsTier3/StageIIIAofengineexhaustgas

emissionregulations.
Engineratedhorsepowerisbasedoninternationalrating
formulathatincludesenginealternatorandwithoutfan.

Engine

ControlSystem

Mainactuatorsareactuatedbymainhydraulicsystem
controlledwithpilothydraulicsystem.Safetydevicesare
securelyoperatedbycombinedvariouselectroniccontrol
withhydraulicsystem.Workingspeedcanbeprecisely
controlledaccordingtocontrolleverstrokeandcontrol
dialsdependingonwork.

ControlLevers
Designedandpositionedbasedonergonomics.Armchair
levertypeisstandard.Crossoperationlevertypeandfront
levertypeareavailableasoption.

DisplayPanelDesign 8inchessize.Locatedtocheckworkstateeasilywithout
disturbingtheviewoftheoperator.

Control

HydraulicOilTankCapacity 320liters

HydraulicPumpCapacity

Max. 31.4MPa

P1 259liters/min forFront,Rear,boomhoistwinch
andtravel

P2 259liters/min forFront,Rear,thirdwinchand
travel

P3 148liters/min forSwing , JackandSideframe
connect

P4 38liters/min
Pilotcontrol,Brakecooling,
Reevingtagline,etc

P5 38liters/min
P6 38liters/min
P7 29liters/min

HydraulicSystem

FrontandRearWinch
Winch Front Rear
RopeDiameter 26mm 26mm

RopeLength
Incorporated

260m 160m forAux.sheave
- 195m forCranejib

Max.forWork 300m 300m
Max.forNonWork 360m 360m

LinePull
Rated 117kN 117kN
Max.at1stLay 215kN 215kN

OptionalEquipment

Freefallwinchwithbrakecontroledbypedal
operation.
High-speedwinchingispossiblebyECOwinch
modewithlowenginespeedunderlightloads.

BoomHoistWinch
RopeDiameter 22.4mm
RopeLength Incorporated 195m

Hydraulicmotorwithmulti-discbrakes.

Winch

Consistedof2hydraulicmotorswithreductiongearand
multi-discbrakesandaswingbearingwhichhasinner
tooth.Optionalswingbrakepedalenablesoperatorto
controlswingprecisely.

SwingSystem

Mastisboxstructure.Easyassembleforfront
attachment.

Mast

UpperWeight

TotalWeight 56.4ton
9.1tonBaseWeight 1piece
8.1tonInsertWeight 5pieces
6.8tonTopWeight 1piece

LowerWeight
TotalWeight 9ton
4.5tonLowerWeight 2pieces

Counterweight

Weldedsteelconstructionwithjackupdeveiceand
crawlersideframeconnectcylinders.

CarbodyFrame

Frame
Weldedsteelboxconstruction.Hookonandjointpin
designforcrawlersideframeconnectiontocarbody
frame.

CrawerShoe Castiron965mmwidthflatshoeseachside.

UpperRoller
5pieceseachside.
Doubleflangetype:3pieces
Singleflangetype:2pieces

LowerRoller
11pieceseachside.
Forgingheattreatedsteelwithdoubleflangetype.
2planebearingwithfloatingsealforlifetimelubrication.

TravelDevice

1peaceeachside.
Hydraulictraveldevice(Hydrayulicmotorandreducer)
Travelspeed
(Gradability:30%)

High:1.5km/h
Low:0.9km/h

CrawlerSideframe

ThirdWinch
RopeDiameter 26mm

RopeLength
Incorporated 220m
Max.forWork 170m
Max.forNonWork 220m

LinePull
Rated 117kN
Max.at1stLay 215kN

OptionalEquipment Free fallwinchwithbrakecontroledbypedal
operation.
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Dimensions and Specifications
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CraneSpecifications
Max.LiftingLoad×WorkingRadius t×m 150×4.5
BasicBoomLength m 15
Max.BoomLength m 75
Max.CraneJibLength m 10to28
Max.Boom+JibLength m 63+28

GroundContactPressure kPa(kgf/cm²) 103(1.06)
(w/BasicBoom,150tHook)

OverallOperatingWeight t Approximately139
(w/BasicBoom,150tHook)

HookWeight
150t 2,590kg
120t 2,350kg
80t 1,350kg
35t 900kg
12t 510kg

Front/RearThirdWinchRopeNo.ofFallsandLiftingLoad

HookCapacity(t)
MaximumRatedLoad(t)

13Falls 12Falls 11Falls 10Falls 9Falls 8Falls 7Falls 6Falls 5Falls 4Falls 3Falls 2Falls 1Fall
150 150 144 132 120 108 96 84 72 60 48 36 24 -
120 - - - 120 108 96 84 72 60 48 36 24 -
80 - - - - - - 80 72 60 48 36 24 -
35 - - - - - - - - - - 35 24 -
12 - - - - - - - - - - - - 12

Crane Specifications

NOTE:DataisexpressedinSIunitsfollowedbyconventionalunitsin().

Whenacounterweightwithselfassembly
unitismounted

Crane Specifications
DimensionsandSpecifications

SPECIFICATIONS SCX1500A-3
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Boom(2/2)
BoomLength

(m) BoomConfigurations

48

3 3 9

3 3 9

6

9

9

9

9 9

6

9

9

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

51

3 9

3 9

6

9

9

9

9

9 9

6

9

9

9

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

54

3

3

3 9

3

3

3 9

6

9

9

9

9

9 9

6

9

9

9

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

57

3 3 9

3 3 9

6

9

9

9

9

9

9 9

6

9

9

9

9

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

60

3 9

3 9

6

9

9

9

9

9

9

9 9

6

9

9

9

9

9

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

63

3

3

3 9

3

3

3 9

6

9

9

9

9

9

9

9 9

6

9

9

9

9

9

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

66

3 3 9

3 3 9

6

9

9

9

9

9

9

9

9 9

6

9

9

9

9

9

9

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

69

3 9

3 9

6

9

9

9

9

9

9

9

9

9 9

6

9

9

9

9

9

9

9

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

72

3

3

3 9

3

3

3 9

6

9

9

9

9

9

9

9

9

9 9

6

9

9

9

9

9

9

9

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

75
3 3 9 9

3 3 9 9

9 9 9 9

9 9 9 9
6.9

7.57.5

2.6 1.2

Aux.SheaveInstallableBoomLength
BoomLength(m) 15 18 21 24 27 30 33 36 39 42 45 48 51 54 57 60 63 66 69 72 75
WithAux.Sheave

( :Attachable :NotAttachable)

indicatesthemidpointpendantropeconnectionposition.

DimensionsNotShownInTheFigure

Symbols BoomLength(m)

3 3
6 6
7.5 7.5
9 9

PendantRope

Length(m) RopeDiameter(mm) Imprint

1.2 40
2.6 40
3 40
6 40
6.9 40
9 40

Boom and Crane Jib Configurations

Checkthependantropewithreferringtotheimprintsontheropeend.

Boom(1/2)
BoomLength

(m) BoomConfigurations

15
2.6 1.2 6.9

7.5 7.5

18
3

3
6.9

7.57.5

2.6 1.2

21

3 3

3 3

6

6

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

24

3

3

6

9

6

9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

27

3

3

3

3

3

3

6

9

6

9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

30

3 3 9

3 3 9

6 9

6 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

33

3 9

3 9

6

9 9

6

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

36

3

3

3 9

3

3

3 9

6

9 9

6

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

39

3 3 9

3 3 9

6

9

9 9

6

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

42

3 9

3 9

6

9

9

9 9

6

9

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

45

3

3

3 9

3

3

3 9

6

9

9

9 9

6

9

9

9 9

6.9

6.9

7.5

7.5

7.5

7.5

2.6 1.2

2.6 1.2

Specifications
BoomandCraneJibConfigurations

SPECIFICATIONSSCX1500A-3
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Specifications
CombinationofBoomandCraneJib(OffsetAngle10°and30°)

SPECIFICATIONS SCX1500A-3

JibPendantRope

Length(m) RopeDiameter(mm) Imprint

1.4 24
5.7 24
9.6 24
10 26

CraneJib(OffsetAngle10°and30°)
CraneJibLength(m) OffsetAngle CraneJibConfigurations

10

10°
9.610

55

30°

9.6
1.410

55

16

10°
9.610

5.7

65 5

30°
9.6

10

5.7

6 55

1.4

22

10° 9.610
5.7

5.7

65 6 5

30°
9.6

10

5.7
5.7

1.4

6 6 55

28

10° 9.610
5.7 5.7 5.7

65 66 5

30°
10 9.6

5.7 5.7 5.7
1.4

6 66 55

DimensionsNotShownInTheFigure

Symbols JibLength(m)

5 5
6 6

CombinationofBoomandCraneJib(OffsetAngle10°and30°)
BoomLength(m) 15 18 21 24 27 30 33 36 39 42 45 48 51 54 57 60 63 66 69 72 75

JibLength
(m
)

10
16
22
28

( :Attachable :NotAttachable)

Combination of Boom and Crane Jib (Offset Angle 10° and 30°)

Checkthependantropewithreferringtotheimprintsontheropeend.
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Working Ranges

MainBoom

5 10 15 20 25 30 35 40 45 50 55 60 650
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120tHook 80tHook 35tHook

H
eightA

boveG
round

(m)

WorkingRadius(m)

150tHook

Specifications
WorkingRanges

SPECIFICATIONSSCX1500A-3
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Specifications
WorkingRanges

SPECIFICATIONS SCX1500A-3

MainBoomwithAux.Sheave

5 10 15 20 25 30 35 40 45 50 55 60 650

5

10

15

20

25

30

35

40

45

50

55

60

65

70

75

80

1.35 m

2.
48

 m

80

4.
0 

m
30

39

33

15 m

18 m

21 m

24 m

27 m

30 m

33 m

36 m

39 m

42 m

45 m

48 m

51 m

54 m

57 m

60 m

63 m

66 m

69 m

72 m

MaximumBoomAngle

MinimumBoomAngle

H
eightA

boveG
round

(m)

WorkingRadius(m)
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MainBoomwith28mCraneJib

5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 800

5

10

15

20

25

30

35

40

45

50

55

60

65

70

75

80

85

90

95

1.35 m

2.
48

 m

80

30

37

40

45

44

35

24 m
27 m

30 m

33 m
36 m

39 m
42 m

45 m
48 m
51 m

54 m
57 m
60 m

63 m

3010

3.
5 

m

MinimumBoomAngle

MaximumBoomAngle
28mCranejib
offsetangle10°

28mCranejib
offsetangle30°

H
eightA

boveG
round

(m)

WorkingRadius(m)

Specifications
WorkingRanges

SPECIFICATIONSSCX1500A-3
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Specifications
GrossRatedLoadTable

SPECIFICATIONS SCX1500A-3

Gross Rated Load Table

MainBoom

Maximum rated loads (t)
13falls 12falls 11falls 10falls 9falls 8falls 7falls 6falls 5falls 4falls 3falls 2falls 1falls

150      2.59 150 144 132 120 108 96 84 72 60 48 36 24
120      2.35 120 108 96 84 72 60 48 36 24
80      1.35 80 72 60 48 36 24
35      0.90 35 24
12      0.51 12

Hook Capacity
(t)

Hook Weight
(t)

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed on firm, level ground.
2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping condition.
3. Be sure to attach the hanger sheaves block to the top boom when boom length is 15m and 18m.

5. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as boom hook and jib hook, from figures shown above.
6. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.
7. The counterweight is 65.4ton. (Superstructure 56.4ton + Undercarriage 9.0 ton )  
8. Correlation between the number of reeved lines, maximum rated loads, hook weights are shown in the table below.

Unit: ton
Boom length (m) Working

Radius(m)15 18 21 24 27 30 33 36 39 42 45
150.0
135.2 132.0 /5.2
123.4 123.3 108.0 /5.7
113.5 113.4 108.0  96.0 /6.3  84.0 /6.8
 97.7  97.6  97.8  96.0  84.0  72.0 /7.4  72.0 /7.9
 85.6  85.5  85.7  85.6  84.0  72.0  72.0  60.0 /8.5
 73.4  73.5  73.9  73.9  73.9  72.0  72.0  60.0  60.0  48.0 /9.6
 62.8  62.9  63.3  63.3  63.2  63.2  63.1  60.0  60.0  48.0  48.0 /10.1
 48.4  48.5  48.8  48.8  48.7  48.7  48.6  48.5  48.4  48.0  47.7
 39.1  39.2  39.5  39.5  39.4  39.4  39.2  39.1  39.0  39.0  38.8
 37.3 /14.5  32.6  33.0  33.0  32.8  32.8  32.7  32.6  32.4  32.4  32.2

 29.8 /17.1  28.1  28.1  28.0  28.0  27.8  27.7  27.6  27.5  27.3
 24.9 /19.7  24.4  24.3  24.2  24.1  24.0  23.8  23.8  23.6

 21.5  21.3  21.3  21.2  21.0  20.9  20.8  20.6
 21.1 /22.3  19.0  18.9  18.8  18.6  18.5  18.4  18.2

 18.0 /24.9  16.9  16.8  16.6  16.5  16.4  16.2
 15.6 /27.5  15.1  15.0  14.8  14.7  14.5

 13.7  13.5  13.4  13.3  13.1
 13.6 /30.1  12.3  12.2  12.1  11.8

 11.9 /32.7  11.1  11.0  10.8
 10.5 /35.3  10.0   9.8

  9.2 /37.9   9.0
  8.2
  8.1 /40.5

Unit: ton
Boom length (m)

48 51 54 57 60 63 66 69 72 75
 36.0 /11.7 10.0
 36.0  36.0 /12.3 12.0
 36.0  35.7 14.0
 31.8  31.5 16.0
 26.9  26.8 18.0
 23.2  23.0 20.0
 20.2  20.0 22.0
 17.8  17.6 24.0
 15.8  15.6 26.0
 14.1  13.9 28.0
 12.6  12.5 30.0
 11.4  11.2 32.0
 10.3  10.1 34.0
  9.4   9.2 36.0
  8.5   8.3 38.0
  7.8   7.6 40.0
  7.1   6.9 42.0
  6.5   6.3 44.0
  5.9   5.8 46.0
  5.4   5.3 48.0
  5.4 /48.3   4.8 50.0

  4.6 /50.9 52.0
54.0
56.0
58.0
60.0
62.0
64.0

Working
Radius(m)

Working
Radius(m)

Working
Radius(m)

4.5
5.0
5.5
6.0
7.0
8.0
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0

4.5
5.0
5.5
6.0
7.0
8.0
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0

 36.0 /10.6
 36.0
 36.0
 32.2
 27.3
 23.5
 20.6
 18.1
 16.1
 14.4
 13.0
 11.8
 10.7
  9.7
  8.9
  8.1
  7.5
  7.1 /43.1

 36.0 /11.2
 36.0
 36.0
 32.0
 27.1
 23.4
 20.4
 18.0
 16.0
 14.3
 12.8
 11.6
 10.5
  9.6
  8.7
  8.0
  7.3
  6.7
  6.2 /45.7

 24.0 /12.9
 24.0
 24.0
 24.0
 23.0
 20.0
 17.6
 15.5
 13.9
 12.4
 11.2
 10.1
  9.1
  8.3
  7.5
  6.8
  6.2
  5.6
  5.1
  4.7
  4.2
  4.0 /53.2

 24.0 /13.5
 24.0
 24.0
 24.0
 22.7
 19.8
 17.4
 15.3
 13.6
 12.2
 10.9
  9.9
  8.9
  8.0
  7.3
  6.6
  6.0
  5.4
  4.9
  4.5
  4.0
  3.6
  3.3 /55.8

 24.0
 24.0
 24.0
 22.4
 19.6
 17.2
 15.2
 13.5
 12.0
 10.8
  9.7
  8.7
  7.9
  7.1
  6.4
  5.8
  5.3
  4.8
  4.3
  3.9
  3.5
  3.1
  2.8
  2.7 /58.4

 24.0 /14.5
 24.0
 24.0
 21.9
 19.3
 17.0
 15.0
 13.3
 11.9
 10.6
  9.5
  8.5
  7.7
  6.9
  6.3
  5.6
  5.1
  4.6
  4.1
  3.7
  3.3
  2.9
  2.6
  2.3
  2.1 /61.0

 23.6 /15.1
 23.2
 22.3
 21.3
 18.8
 16.7
 14.8
 13.1
 11.6
 10.4
  9.3
  8.3
  7.5
  6.7
  6.0
  5.4
  4.9
  4.4
  3.9
  3.5
  3.1
  2.7
  2.4
  2.1
  1.8
  1.6 /63.6

 21.0 /15.6
 20.9
 20.1
 19.3
 18.3
 16.3
 14.5
 12.9
 11.5
 10.2
  9.1
  8.2
  7.3
  6.5
  5.9
  5.2
  4.7
  4.2
  3.7
  3.3
  2.9
  2.5
  2.2
  1.9
  1.6
  1.4 /63.3
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Aux.Sheave

Unit: ton
Boom length (m)

15 18 21 24 27 30 33 36 39 42 45
 12.0
 12.0  12.0 /6.3  12.0 /6.9
 12.0  12.0  12.0  12.0 /7.4
 12.0  12.0  12.0  12.0  12.0  12.0 /8.5
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0 /9.6
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0 /10.1  12.0 /10.7  12.0 /11.2
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0 /16.1  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0

 12.0 /18.7  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0 /21.3  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0

 12.0 /23.9  12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0 /26.5  12.0  12.0  12.0  12.0  12.0  12.0

 12.0 /29.1  12.0  12.0  12.0  12.0  12.0
 12.0 /31.7  12.0  12.0  11.9  11.6

 11.0  10.9  10.8  10.5
 10.9 /34.3   9.9   9.8   9.6

  9.6 /36.9   9.0   8.8
  8.4 /39.5   8.0

  7.3
  7.3 /42.1

Unit: ton

48 51 54 57 60 63 66 69 72
 12.0 /11.8
 12.0  12.0 /12.3  12.0 /12.9  12.0 /13.4
 12.0  12.0  12.0  12.0  12.0  12.0 /14.5  12.0 /15.1  12.0 /15.6
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0 /16.2
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0  12.0
 12.0  12.0  12.0  12.0  12.0  12.0  11.8  11.6  11.4
 11.6  11.4  11.2  11.0  10.9  10.7  10.5  10.4  10.1
 10.5  10.3  10.1   9.9   9.8   9.6   9.4   9.2   9.0
  9.5   9.3   9.1   8.9   8.9   8.6   8.5   8.3   8.1
  8.7   8.5   8.3   8.1   8.0   7.8   7.6   7.4   7.2
  7.9   7.7   7.5   7.3   7.2   7.0   6.8   6.7   6.4
  7.2   7.0   6.8   6.6   6.6   6.3   6.2   6.0   5.7
  6.6   6.4   6.2   6.0   5.9   5.7   5.5   5.3   5.1
  6.4 /44.7   5.9   5.6   5.5   5.4   5.1   5.0   4.8   4.6

  5.6 /47.3   5.1   5.0   4.9   4.6   4.5   4.3   4.0
  4.7 /49.8   4.5   4.4   4.2   4.0   3.8   3.6

  4.1   4.0   3.7   3.6   3.4   3.1
  4.0 /52.4   3.6   3.4   3.2   3.0   2.7

  3.4 /55.0   3.0   2.8   2.6   2.4
  2.7 /57.6   2.5   2.3   2.0

  2.2   2.0   1.9 /58.6
  2.1 /60.2   1.9 /60.6

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed on firm, level ground.
2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping condition.
3. Be sure to attach the hanger sheaves block to the top boom when boom length is 15m and 18m.
4. Be sure to remove the hanger sheaves block from the top boom when boom　length is 21m or more.　

5. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as boom hook and jib hook, from figures shown above.

6. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.
7. The counterweight is 65.4ton. (Superstructure 56.4ton + Undercarriage 9.0 ton )  

Boom length (m)Radius
(m)

Radius
(m)

Radius
(m)

5.6
6.0
7.0
8.0
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0

5.6
6.0
7.0
8.0
9.0
10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0

Radius
(m)

Hook Capacity
(t)

150
120
80
35
12

2.59
2.35
1.35
0.90
0.51

Hook Weight
(t)

Specifications
GrossRatedLoadTable

SPECIFICATIONSSCX1500A-3
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Specifications
GrossRatedLoadTable

SPECIFICATIONS SCX1500A-3

MainBoomwithAux.Sheave

Boom length (m)
15 18 21 24 27 30 33 36 39 42 45

148.5
134.3 132.0 /5.2
122.6 122.4 108.0 /5.7
112.7 112.5 108.0  96.0 /6.3  84.0 /6.8
 96.8  96.7  96.9  96.0  84.0  72.0 /7.4  72.0 /7.9
 84.8  84.6  84.9  84.8  84.0  72.0  72.0  60.0 /8.5
 73.0  73.1  73.5  73.5  73.4  72.0  72.0  60.0  60.0  48.0 /9.6
 62.4  62.5  62.9  62.9  62.8  62.8  62.7  60.0  60.0  48.0  48.0 /10.1
 48.1  48.1  48.4  48.4  48.3  48.3  48.2  48.1  48.0  47.9  47.0
 38.8  38.8  39.1  39.1  39.0  39.0  38.8  38.7  38.6  38.5  38.3
 36.9 /14.5  32.3  32.6  32.6  32.5  32.4  32.3  32.2  32.0  32.0  31.8

 29.5 /17.1  27.8  27.8  27.6  27.6  27.4  27.3  27.2  27.1  26.9
 24.6 /19.7  24.1  23.9  23.9  23.7  23.6  23.4  23.4  23.1

 21.1  21.0  20.9  20.8  20.6  20.5  20.4  20.2
 20.8 /22.3  18.6  18.5  18.4  18.2  18.1  18.0  17.8

 17.7 /24.9  16.6  16.4  16.3  16.1  16.0  15.8
 15.3 /27.5  14.8  14.6  14.4  14.3  14.1

 13.4  13.2  13.0  12.9  12.7
 13.3 /30.1  12.0  11.8  11.7  11.4

 11.6 /32.7  10.7  10.6  10.4
 10.1 /35.3   9.7   9.4

  8.9 /37.9   8.6
  7.9
  7.7 /40.5

48 51 54 57 60 63 66 69 72
 36.0 /10.6  36.0 /11.2  36.0 /11.7
 36.0  36.0  36.0  36.0 /12.3  24.0 /12.9  24.0 /13.5
 36.0  36.0  36.0  34.6  24.0  24.0  24.0  24.0 /14.5  22.5 /15.1
 31.7  31.5  31.3  30.8  24.0  24.0  24.0  24.0  22.0
 26.8  26.7  26.5  26.3  24.0  23.9  24.0  22.9  21.2
 23.1  22.9  22.7  22.5  22.5  21.7  21.7  21.1  20.3
 20.1  19.9  19.7  19.6  19.5  19.3  19.1  18.6  18.1
 17.7  17.5  17.3  17.1  17.1  16.9  16.7  16.5  16.0
 15.7  15.5  15.3  15.1  15.1  14.9  14.7  14.5  14.2
 14.0  13.9  13.6  13.5  13.4  13.2  13.0  12.8  12.6
 12.6  12.4  12.2  12.0  11.9  11.7  11.5  11.4  11.1
 11.4  11.2  11.0  10.8  10.7  10.5  10.3  10.1   9.9
 10.3  10.1   9.9   9.7   9.6   9.4   9.2   9.0   8.8
  9.3   9.2   8.9   8.7   8.7   8.4   8.3   8.1   7.8
  8.5   8.3   8.1   7.9   7.8   7.6   7.4   7.2   7.0  
  7.8   7.6   7.3   7.2   7.1   6.8   6.6   6.5   6.2
  7.1   6.9   6.7   6.5   6.4   6.2   6.0   5.8   5.5
  6.8 /43.1   6.3   6.1   5.9   5.8   5.5   5.4   5.2   4.9

  5.9 /45.7   5.5   5.3   5.2   5.0   4.8   4.6   4.4
  5.0   4.9   4.7   4.5   4.3   4.1   3.9
  5.0 /48.3   4.4   4.3   4.0   3.8   3.6   3.4

  4.2 /50.9   3.8   3.6   3.4   3.2   3.0
  3.6 /53.2   3.2   3.0   2.8   2.6

  2.9 /55.8   2.7   2.5   2.3
  2.4   2.2   1.9
  2.3 /58.4   1.9

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed on firm, level ground.
2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping condition.
3. Be sure to attach the hanger sheaves block to the top boom when boom length is 15m and 18m.
4. Be sure to remove the hanger sheaves block from the top boom when boom length is 21m or more.
5. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as boom hook and jib hook, from figures shown above.
6. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.
7. The counterweight is 65.4ton. (Superstructure 56.4ton + Undercarriage 9.0 ton )  
8. Correlation between the number of reeved lines, maximum rated loads, hook weights are shown in the table below.

Boom length (m)

Radius
(m)
4.5
5.0
5.5
6.0
7.0
8.0
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0

Radius
(m)

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0

Radius
(m)
4.5
5.0
5.5
6.0
7.0
8.0
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0

Radius
(m)

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0

Unit: ton

Unit: ton

Hook Capacity Hook Weight Maximum rated loads (t)
(t) (t) 13falls 12falls 11falls 10falls 9falls 8falls 7falls 6falls 5falls 4falls 3falls 2falls 1falls

150 2.59 150 144 132 120 108 96 84 72 60 48 36 24
120 2.35 120 108 96 84 72 60 48 36 24
80 1.35 80 72 60 48 36 24
35 0.90 35 24
12 0.51 12
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CraneJib

Unit: ton
24

10 16 22 28

 12.0
 12.0  12.0 /11.8
 12.0  12.0 /12.6  12.0   8.8 /13.9
 12.0  12.0  12.0   8.8
 12.0  12.0  12.0   9.0 /16.5   8.8   5.4
 12.0  12.0  12.0   9.0   8.6   5.1
 12.0  12.0  12.0   9.0   8.3   6.4 /20.4   4.8
 12.0  11.7  12.0   9.0   7.9   6.4   4.5
 12.0  11.2  12.0   9.0   7.6   6.4   4.3   3.4 /24.3
 12.0  10.8  12.0   8.7   7.3   6.4   4.1   3.4
 12.0  10.4  11.9   8.3   7.0   6.4   3.9   3.3
 12.0  10.2  11.1   8.0   6.8   6.2   3.7   3.1
 12.0  10.0  10.4   7.7   6.6   5.9   3.6   3.0
 12.0 /32.2   9.9 /32.8   9.8   7.5   6.4   5.7   3.4   2.9

  9.3   7.3   6.2   5.4   3.3   2.9
  8.9 /37.9   7.2   6.1   5.3   3.2   2.8

  7.2 /38.8   5.9   5.1   3.1   2.7
  5.8   5.0   3.0   2.7
  5.8 /43.5   4.9   2.9   2.6

  4.9 /44.8   2.8   2.6
  2.7   2.6
  2.7 /49.2   2.6

  2.6 /50.8

Unit: ton
27

10 16 22 28

 
 12.0 /10.2
 12.0  12.0 /13.2  12.0 /12.3
 12.0  12.0  12.0   8.8 /14.4
 12.0  12.0  12.0   9.0 /17.1   8.8   5.4 /16.5
 12.0  12.0  12.0   9.0   8.8   5.2
 12.0  12.0  12.0   9.0   8.4   6.4 /21.0   4.9
 12.0  12.0  12.0   9.0   8.1   6.4   4.6
 12.0  11.5  12.0   9.0   7.8   6.4   4.4   3.4 /24.9
 12.0  11.1  12.0   8.9   7.5   6.4   4.2   3.4
 12.0  10.7  12.0   8.5   7.2   6.4   4.0   3.3
 12.0  10.4  11.8   8.2   7.0   6.3   3.8   3.2
 12.0  10.2  11.1   7.9   6.7   6.1   3.7   3.1
 12.0  10.0  10.4   7.7   6.5   5.8   3.5   3.0
 11.6 /34.8   9.9 /35.4   9.9   7.5   6.4   5.6   3.4   2.9

  9.4   7.3   6.2   5.4   3.3   2.8
  9.0   7.2   6.1   5.2   3.2   2.8
  8.9 /40.5   7.2 /41.4   5.9   5.1   3.1   2.7

  5.9   5.0   3.0   2.7
  5.8   4.9   2.9   2.6
  5.8 /46.1   4.8 /47.4   2.8   2.6

  2.8   2.6
  2.7 /51.7   2.6

  2.6 /53.4

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed on firm, level ground.
2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping condition.
3. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as boom hook and jib hook, from figures shown above.

4. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.
5. The offset angles shown are of jib boom offset angle against the main boom, under load.
6. The counterweight is 65.4ton. (Superstructure 56.4ton + Undercarriage 9.0 ton )  

10 30 10 3010 30 10 30

10 30 10 3010 30 10 30

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

9.7
10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

9.7
10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0

Hook Capacity
(t)

150
120
80
35
12

2.59
2.35
1.35
0.90
0.51

Hook Weight
(t)

Specifications
GrossRatedLoadTable

SPECIFICATIONSSCX1500A-3
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Specifications
GrossRatedLoadTable

SPECIFICATIONS SCX1500A-3

CraneJib

30
10 16 22 28

 12.0
 12.0  12.0 /13.7  12.0 /12.8
 12.0  12.0  12.0   8.8 /15.0
 12.0  12.0  12.0   9.0 /17.6   8.8   5.4 /17.1
 12.0  12.0  12.0   9.0   8.8   5.2
 12.0  12.0  12.0   9.0   8.6   6.4 /21.5   5.0
 12.0  12.0  12.0   9.0   8.2   6.4   4.7
 12.0  11.8  12.0   9.0   7.9   6.4   4.5   3.4 /25.4
 12.0  11.4  12.0   9.0   7.6   6.4   4.3   3.4
 12.0  11.0  12.0   8.7   7.4   6.4   4.1   3.3
 12.0  10.7  12.0   8.4   7.1   6.4   3.9   3.2
 12.0  10.4  11.7   8.1   6.9   6.2   3.8   3.1
 11.9  10.2  11.0   7.9   6.7   6.0   3.6   3.0
 10.9  10.0  10.5   7.7   6.5   5.8   3.5   2.9
 10.3 /37.4   9.9   9.9   7.5   6.3   5.6   3.4   2.9

  9.5   7.3   6.2   5.4   3.2   2.8
  9.0   7.2   6.1   5.2   3.1   2.7
  8.6 /43.1   7.1   6.0   5.1   3.0   2.7

  5.9   5.0   3.0   2.7
  5.8   4.9   2.9   2.6
  5.8 /48.7   4.8   2.8   2.6

  2.8   2.6
  2.7   2.6
  2.7 /54.3   2.6

10 16 22 28

 12.0 /11.3
 12.0  12.0 /13.4
 12.0  12.0 /14.3  12.0   8.8 /15.5
 12.0  12.0  12.0   8.8   5.4 /17.6
 12.0  12.0  12.0   9.0 /18.2   8.8   5.3
 12.0  12.0  12.0   9.0   8.7   5.0
 12.0  12.0  12.0   9.0   8.4   6.4 /22.1   4.8
 12.0  12.0  12.0   9.0   8.1   6.4   4.6
 12.0  11.7  12.0   9.0   7.8   6.4   4.4   3.4
 12.0  11.3  12.0   8.9   7.5   6.4   4.2   3.4
 12.0  11.0  12.0   8.6   7.3   6.4   4.0   3.2
 12.0  10.7  12.0   8.3   7.0   6.4   3.9   3.1
 11.7  10.4  11.6   8.1   6.8   6.1   3.7   3.1
 10.7  10.2  11.0   7.9   6.7   5.9   3.6   3.0
  9.9  10.0  10.2   7.7   6.5   5.7   3.5   2.9
  9.1   9.2   9.5   7.5   6.3   5.5   3.3   2.8

  9.0 /40.6   8.8   7.3   6.2   5.3   3.2   2.8
  8.1   7.2   6.1   5.2   3.1   2.7
  7.7 /45.7   7.1   6.0   5.1   3.0   2.7

  7.1 /46.6   5.9   5.0   3.0   2.7
  5.8   4.9   2.9   2.6
  5.8 /51.3   4.8   2.8   2.6

  4.8 /52.6   2.8   2.6
  2.7   2.6
  2.7 /56.9   2.6

  2.6 /58.6

33

10 30 10 10 30 10 30

10 30 10 30

30

10 30 10 30

10.7
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0

10.7
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0

10.7
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0

10.7
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0

Unit: ton

Unit: ton

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)
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CraneJib

36
10 16 22 28

 12.0
 12.0  12.0 /13.9
 12.0  12.0 /14.8  12.0
 12.0  12.0  12.0   8.8
 12.0  12.0  12.0   9.0 /18.7   8.8   5.4 /18.1
 12.0  12.0  12.0   9.0   8.8   5.1
 12.0  12.0  12.0   9.0   8.5   6.4 /22.6   4.9
 12.0  12.0  12.0   9.0   8.2   6.4   4.7
 12.0  11.9  12.0   9.0   7.9   6.4   4.5   3.4 /26.5
 12.0  11.5  12.0   9.0   7.7   6.4   4.3   3.4
 12.0  11.2  12.0   8.8   7.4   6.4   4.1   3.3
 12.0  10.9  12.0   8.5   7.2   6.4   4.0   3.2
 11.5  10.6  11.9   8.3   7.0   6.2   3.8   3.1
 10.5  10.4  10.9   8.0   6.8   6.0   3.7   3.0
  9.7   9.8  10.0   7.8   6.6   5.8   3.5   2.9
  8.9   9.0   9.3   7.6   6.5   5.6   3.4   2.9
  8.2   8.3   8.6   7.5   6.3   5.5   3.3   2.8
  8.0 /42.6   7.9 /43.2   7.9   7.3   6.2   5.3   3.2   2.8

  7.4   7.2   6.1   5.2   3.1   2.7
  6.9   7.0   6.0   5.1   3.0   2.7
  6.8 /48.3   6.7 /49.2   5.9   5.0   3.0   2.6

  5.8   4.9   2.9   2.6
  5.8 /53.9   4.8   2.8   2.6

  4.8 /55.2   2.8   2.6
  2.7   2.6
  2.7 /59.5   2.6

  2.6 /61.2

39
10 16 22 28

 12.0 /12.4
 12.0  12.0 /15.4  12.0 /14.5
 12.0  12.0  12.0   8.8 /16.6
 12.0  12.0  12.0   9.0 /19.3   8.8   5.3 /18.7
 12.0  12.0  12.0   9.0   8.8   5.2
 12.0  12.0  12.0   9.0   8.6   6.4 /23.2   5.0
 12.0  12.0  12.0   9.0   8.3   6.4   4.7
 12.0  12.0  12.0   9.0   8.0   6.4   4.5   3.4 /27.1
 12.0  11.8  12.0   9.0   7.8   6.4   4.4   3.4
 12.0  11.4  12.0   8.9   7.6   6.4   4.2   3.3
 12.0  11.1  12.0   8.7   7.3   6.4   4.0   3.2
 11.3  10.8  11.7   8.4   7.1   6.4   3.9   3.1
 10.3  10.6  10.7   8.2   6.9   6.1   3.8   3.0
  9.5   9.7   9.8   8.0   6.8   5.9   3.6   3.0
  8.7   8.9   9.1   7.8   6.6   5.8   3.5   2.9
  8.1   8.2   8.4   7.6   6.4   5.6   3.4   2.8
  7.4   7.5   7.8   7.5   6.3   5.4   3.3   2.8
  7.1 /45.2   7.0 /45.8   7.2   7.3   6.2   5.3   3.2   2.7

  6.7   6.8   6.1   5.2   3.1   2.7
  6.2   6.3   6.0   5.1   3.0   2.7
  6.0 /50.9   5.9 /51.8   5.9   5.0   3.0   2.6

  5.6   4.9   2.9   2.6
  5.2   4.8   2.8   2.6
  5.2 /56.5   4.8 /57.8   2.8   2.6

  2.7   2.6
  2.7   2.6
  2.7 /62.1   2.6 /63.8

10 30 10 30 10 30 10 30

10 30 10 30 10 30 10 30

11.8
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0

12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0

11.8
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0

12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0

Unit: ton

Unit: ton

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

62.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Specifications
GrossRatedLoadTable

SPECIFICATIONSSCX1500A-3
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Specifications
GrossRatedLoadTable

SPECIFICATIONS SCX1500A-3

CraneJib

42
10 16 22 28

 12.0
 12.0  12.0 /15.9  12.0 /15.0
 12.0  12.0  12.0   8.8 /17.1
 12.0  12.0  12.0   9.0 /19.8   8.8   5.3 /19.2
 12.0  12.0  12.0   9.0   8.8   5.2
 12.0  12.0  12.0   9.0   8.7   6.4 /23.7   5.0
 12.0  12.0  12.0   9.0   8.4   6.4   4.8
 12.0  12.0  12.0   9.0   8.2   6.4   4.6   3.4 /27.6
 12.0  12.0  12.0   9.0   7.9   6.4   4.4   3.4
 12.0  11.6  12.0   9.0   7.7   6.4   4.3   3.3
 12.0  11.3  12.0   8.8   7.5   6.4   4.1   3.2
 11.2  11.1  11.6   8.6   7.3   6.4   4.0   3.1
 10.2  10.5  10.6   8.3   7.1   6.3   3.8   3.1
  9.4   9.6   9.7   8.1   6.9   6.1   3.7   3.0
  8.6   8.8   8.9   7.9   6.7   5.9   3.6   2.9
  7.9   8.1   8.2   7.8   6.6   5.7   3.5   2.9
  7.3   7.4   7.6   7.6   6.4   5.5   3.4   2.8
  6.7   6.8   7.0   7.3   6.3   5.4   3.3   2.8
  6.3 /47.8   6.3   6.5   6.7   6.2   5.3   3.2   2.7

  6.2 /48.4   6.1   6.2   6.1   5.2   3.1   2.7
  5.6   5.7   5.9   5.1   3.0   2.6
  5.3 /53.5   5.3   5.5   5.0   2.9   2.6

  5.2 /54.4   5.1   4.9   2.9   2.6
  4.7   4.8   2.8   2.6
  4.6 /59.1   4.5   2.8   2.6

  4.4 /60.4   2.7   2.6
  2.7   2.6
  2.7 /64.7   2.6

  2.6 /66.4

45
10 16 22 28

 12.0 /13.5
 12.0  12.0 /15.6
 12.0  12.0 /16.5  12.0   8.8 /17.7
 12.0  12.0  12.0   8.8   5.3 /19.8
 12.0  12.0  12.0   9.0 /20.4   8.8   5.3
 12.0  12.0  12.0   9.0   8.8   5.1
 12.0  12.0  12.0   9.0   8.5   6.4 /24.3   4.9
 12.0  12.0  12.0   9.0   8.3   6.4   4.7
 12.0  12.0  12.0   9.0   8.0   6.4   4.5   3.4 /28.2
 12.0  11.8  12.0   9.0   7.8   6.4   4.3   3.3
 12.0  11.5  12.0   9.0   7.6   6.4   4.2   3.3
 11.0  11.3  11.3   8.7   7.4   6.4   4.0   3.2
 10.0  10.3  10.4   8.5   7.2   6.4   3.9   3.1
  9.1   9.4   9.5   8.3   7.0   6.2   3.8   3.0
  8.4   8.6   8.7   8.1   6.8   6.0   3.7   3.0
  7.7   7.9   8.0   7.9   6.7   5.8   3.5   2.9
  7.1   7.2   7.4   7.7   6.5   5.7   3.4   2.8
  6.5   6.6   6.8   7.1   6.4   5.5   3.3   2.8
  6.0   6.1   6.3   6.5   6.3   5.4   3.3   2.7
  5.5   5.6   5.8   6.0   6.1   5.3   3.2   2.7
  5.4 /50.4   5.4 /51.0   5.4   5.6   5.6   5.1   3.1   2.7

  5.0   5.1   5.2   5.1   3.0   2.6
  4.6   4.7   4.9   5.0   2.9   2.6
  4.6 /56.1   4.5 /57.0   4.5   4.7   2.9   2.6

  4.2   4.3   2.8   2.6
  3.9 /61.7   4.0   2.8   2.6

  3.8 /63.0   2.7   2.6
  2.7   2.6
  2.7 /67.3   2.6

  2.6 /69.0

10 30 10 3010 30 10 30

10 30 10 3010 30 10 30

12.9
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0

12.9
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0

12.9
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0

12.9
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0

Unit: ton
Boom length (m)

Jib length (m)
Offset angle (deg)

Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Unit: ton
Boom length (m)

Jib length (m)
Offset angle (deg)

Radius (m)
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CraneJib

48
10 16 22 28

 
 12.0
 12.0  12.0 /17.0  12.0 /16.1
 12.0  12.0  12.0   8.8 /18.2
 12.0  12.0  12.0   9.0 /20.9   8.8   5.3 /20.3
 12.0  12.0  12.0   9.0   8.8   5.1
 12.0  12.0  12.0   9.0   8.6   6.4 /24.8   4.9
 12.0  12.0  12.0   9.0   8.4   6.4   4.8
 12.0  12.0  12.0   9.0   8.1   6.4   4.6   3.4 /28.7
 12.0  12.0  12.0   9.0   7.9   6.4   4.4   3.4
 11.9  11.7  12.0   9.0   7.7   6.4   4.3   3.3
 10.8  11.2  11.2   8.8   7.5   6.4   4.1   3.2
  9.9  10.2  10.2   8.6   7.3   6.4   4.0   3.1
  9.0   9.3   9.4   8.4   7.1   6.3   3.9   3.1
  8.2   8.5   8.6   8.2   7.0   6.1   3.7   3.0
  7.6   7.8   7.9   8.0   6.8   5.9   3.6   2.9
  6.9   7.1   7.3   7.6   6.7   5.8   3.5   2.9
  6.4   6.5   6.7   7.0   6.5   5.6   3.4   2.8
  5.9   6.0   6.2   6.4   6.4   5.5   3.3   2.8
  5.4   5.5   5.7   5.9   5.9   5.4   3.2   2.7
  5.0   5.0   5.3   5.5   5.5   5.2   3.2   2.7
  4.8 /53.0   4.7 /53.6   4.9   5.0   5.1   5.1   3.1   2.7

  4.5   4.6   4.7   5.0   3.0   2.6
  4.1   4.2   4.4   4.6   2.9   2.6
  4.0 /58.7   4.0 /59.6   4.0   4.2   2.9   2.6

  3.7   3.9   2.8   2.6
  3.5   3.6   2.8   2.6
  3.4 /64.3   3.3 /65.6   2.7   2.6

  2.7   2.6
  2.7 /69.9   2.6

  2.6 /71.6

51
10 16 22 28

 
 12.0 /14.6
 12.0  12.0 /17.6  12.0 /16.7
 12.0  12.0  12.0   8.8 /18.8
 12.0  12.0  12.0   9.0 /21.5   8.8   5.3 /20.9
 12.0  12.0  12.0   9.0   8.8   5.2
 12.0  12.0  12.0   9.0   8.7   6.4 /25.4   5.0
 12.0  12.0  12.0   9.0   8.5   6.4   4.8
 12.0  12.0  12.0   9.0   8.2   6.4   4.6   3.4 /29.3
 12.0  12.0  12.0   9.0   8.0   6.4   4.5   3.4
 11.8  11.9  12.0   9.0   7.8   6.4   4.3   3.3
 10.7  11.0  11.0   9.0   7.6   6.4   4.2   3.2
  9.7  10.0  10.1   8.7   7.4   6.4   4.0   3.1
  8.8   9.1   9.2   8.5   7.2   6.4   3.9   3.1
  8.1   8.3   8.4   8.3   7.1   6.2   3.8   3.0
  7.4   7.6   7.7   8.1   6.9   6.0   3.7   2.9
  6.7   6.9   7.1   7.4   6.8   5.9   3.6   2.9
  6.2   6.3   6.5   6.8   6.6   5.7   3.5   2.8
  5.7   5.8   6.0   6.3   6.2   5.6   3.4   2.8
  5.2   5.3   5.5   5.8   5.8   5.4   3.3   2.7
  4.8   4.9   5.1   5.3   5.3   5.3   3.2   2.7
  4.4   4.4   4.7   4.9   4.9   5.2   3.1   2.7
  4.1 /55.6   4.1   4.3   4.5   4.5   4.8   3.1   2.6

  4.0 /56.2   4.0   4.1   4.2   4.5   3.0   2.6
  3.6   3.7   3.9   4.1   2.9   2.6
  3.4 /61.3   3.4   3.6   3.8   2.9   2.6

  3.4 /62.2   3.3   3.4   2.8   2.6
  3.0   3.1   2.8   2.6
  2.9 /66.9   2.9   2.7   2.6

  2.8 /68.2   2.7   2.6
  2.5   2.6
  2.4 /72.5   2.4

  2.4 /74.2

10 30 10 30 10 30 10 30

10 30 10 30 10 30 10 30

14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0

14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0
74.0
76.0

14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0

14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0
74.0
76.0

Unit: ton

Unit: ton

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Specifications
GrossRatedLoadTable

SPECIFICATIONSSCX1500A-3
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Specifications
GrossRatedLoadTable

SPECIFICATIONS SCX1500A-3

CraneJib

54
10 16 22 28

 12.0
 12.0  12.0 /17.2
 12.0  12.0 /18.1  12.0   8.8 /19.3
 12.0  12.0  12.0   8.8   5.3 /21.4
 12.0  12.0  12.0   9.0   8.8   5.2
 12.0  12.0  12.0   9.0   8.8   6.4 /25.9   5.0
 12.0  12.0  12.0   9.0   8.6   6.4   4.9
 12.0  12.0  12.0   9.0   8.3   6.4   4.7   3.4 /29.8
 12.0  12.0  12.0   9.0   8.1   6.4   4.5   3.4
 11.5  12.0  11.9   9.0   7.9   6.4   4.4   3.3
 10.4  10.8  10.8   9.0   7.7   6.4   4.2   3.2
  9.5   9.8   9.8   8.9   7.5   6.4   4.1   3.2
  8.6   8.9   9.0   8.7   7.3   6.4   4.0   3.1
  7.8   8.1   8.2   8.5   7.2   6.3   3.9   3.0
  7.1   7.4   7.5   7.9   7.0   6.1   3.8   3.0
  6.5   6.7   6.9   7.3   6.9   5.9   3.6   2.9
  5.9   6.1   6.3   6.6   6.6   5.8   3.5   2.9
  5.4   5.6   5.8   6.1   6.0   5.7   3.5   2.8
  5.0   5.1   5.3   5.6   5.5   5.5   3.4   2.8
  4.5   4.7   4.8   5.1   5.1   5.4   3.3   2.7
  4.1   4.2   4.4   4.7   4.7   5.1   3.2   2.7
  3.8   3.8   4.1   4.3   4.3   4.7   3.1   2.7
  3.4   3.5   3.7   3.9   4.0   4.3   3.1   2.6
  3.4 /58.2   3.3 /58.8   3.4   3.5   3.6   3.9   3.0   2.6

  3.1   3.2   3.3   3.6   2.9   2.6
  2.8 /63.9   2.9   3.1   3.3   2.9   2.6

  2.8 /64.8   2.8   3.0   2.8   2.6
  2.5   2.7   2.7   2.6
  2.4 /69.5   2.4   2.5   2.6

  2.3 /70.8   2.3   2.5
  2.1   2.2
  2.0 /75.1   2.0

  1.9 /76.8

57
10 16 22 28

 12.0 /15.7
 12.0  12.0 /17.8
 12.0  12.0 /18.7  12.0   8.8 /19.9
 12.0  12.0  12.0   8.8
 12.0  12.0  12.0   9.0 /22.6   8.8   5.3
 12.0  12.0  12.0   9.0   8.8   5.1
 12.0  12.0  12.0   9.0   8.7   6.4 /26.5   4.9
 12.0  12.0  12.0   9.0   8.4   6.4   4.8
 12.0  12.0  12.0   9.0   8.2   6.4   4.6   3.4 /30.4
 11.4  11.8  11.8   9.0   8.0   6.4   4.4   3.3
 10.3  10.7  10.6   9.0   7.8   6.4   4.3   3.3
  9.3   9.7   9.7   9.0   7.6   6.4   4.2   3.2
  8.4   8.7   8.8   8.8   7.4   6.4   4.0   3.1
  7.6   7.9   8.0   8.5   7.3   6.4   3.9   3.1
  6.9   7.2   7.3   7.8   7.1   6.2   3.8   3.0
  6.3   6.6   6.7   7.1   6.9   6.0   3.7   2.9
  5.8   6.0   6.1   6.5   6.4   5.9   3.6   2.9
  5.2   5.4   5.6   5.9   5.8   5.7   3.5   2.8
  4.8   4.9   5.1   5.4   5.4   5.6   3.4   2.8
  4.3   4.5   4.6   4.9   4.9   5.4   3.3   2.7
  3.9   4.1   4.2   4.5   4.5   4.9   3.3   2.7
  3.6   3.7   3.9   4.1   4.1   4.5   3.2   2.7
  3.2   3.3   3.5   3.7   3.8   4.1   3.1   2.6
  2.9   3.0   3.2   3.4   3.4   3.8   3.0   2.6
  2.8 /60.8   2.8 /61.4   2.9   3.1   3.1   3.4   3.0   2.6

  2.6   2.8   2.9   3.1   2.9   2.6
  2.4   2.5   2.6   2.8   2.8   2.6
  2.3 /66.5   2.3 /67.4   2.4   2.5   2.5   2.6

  2.1   2.3   2.3   2.6
  1.9   2.0   2.1   2.3
  1.9 /72.1   1.9 /72.7   1.9   2.1

  1.9 /75.3

10 30 10 3010 30 10 30

10 30 10 3010 30 10 30

15.1
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0
74.0
76.0
78.0

15.1
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0
74.0
76.0

15.1
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0
74.0
76.0
78.0

15.1
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0
74.0
76.0

Unit: ton

 

Unit: ton

 

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)
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CraneJib

60
10 16 22 28

 12.0
 12.0  12.0 /19.2  12.0 /18.3
 12.0  12.0  12.0   8.8 /20.4
 12.0  12.0  12.0   9.0 /23.1   8.8   5.3 /22.5
 12.0  12.0  12.0   9.0   8.8   5.1
 12.0  12.0  12.0   9.0   8.8   6.4 /27.0   5.0
 12.0  12.0  12.0   9.0   8.5   6.4   4.8
 12.0  12.0  12.0   9.0   8.3   6.4   4.6   3.4 /30.9
 11.3  11.8  11.7   9.0   8.1   6.4   4.5   3.3
 10.2  10.6  10.6   9.0   7.9   6.4   4.4   3.3
  9.2   9.6   9.6   9.0   7.7   6.4   4.2   3.2
  8.3   8.7   8.7   8.9   7.5   6.4   4.1   3.1
  7.5   7.9   7.9   8.5   7.4   6.4   4.0   3.1
  6.9   7.1   7.2   7.7   7.2   6.3   3.9   3.0
  6.2   6.5   6.6   7.0   6.8   6.1   3.8   3.0
  5.7   5.9   6.0   6.4   6.3   6.0   3.7   2.9
  5.1   5.3   5.5   5.8   5.7   5.8   3.6   2.9
  4.7   4.9   5.0   5.3   5.2   5.7   3.5   2.8
  4.2   4.4   4.5   4.9   4.8   5.3   3.4   2.8
  3.8   4.0   4.1   4.4   4.4   4.8   3.3   2.7
  3.5   3.6   3.8   4.0   4.0   4.4   3.2   2.7
  3.1   3.2   3.4   3.6   3.7   4.0   3.2   2.7
  2.8   2.9   3.1   3.3   3.3   3.7   3.1   2.6
  2.5   2.6   2.8   3.0   3.0   3.3   3.0   2.6
  2.3 /63.4   2.3   2.5   2.7   2.7   3.0   2.9   2.6

  2.2   2.4   2.5   2.7   2.7   2.6
  2.0   2.1   2.2   2.4   2.4   2.6
  1.9 /69.1   1.9 /69.3   2.0   2.2   2.2   2.5

  1.9 /71.0   1.9   1.9   2.2
  2.0
  1.9 /75.0

63
10 16 22 28

 12.0 /16.8
 12.0  12.0 /19.8  12.0 /18.9
 12.0  12.0  12.0   8.8 /21.0
 12.0  12.0  12.0   9.0 /23.7   8.8   5.3 /23.1
 12.0  12.0  12.0   9.0   8.8   5.2
 12.0  12.0  12.0   9.0   8.8   6.4 /27.5   5.0
 12.0  12.0  12.0   9.0   8.6   6.4   4.9
 12.0  12.0  12.0   9.0   8.4   6.4   4.7   3.4 /31.4
 11.1  11.6  11.5   9.0   8.2   6.4   4.6   3.4
 10.0  10.4  10.3   9.0   8.0   6.4   4.4   3.3
  9.0   9.4   9.4   9.0   7.8   6.4   4.3   3.2
  8.1   8.5   8.5   9.0   7.6   6.4   4.2   3.2
  7.3   7.7   7.7   8.3   7.5   6.4   4.0   3.1
  6.6   6.9   7.0   7.5   7.3   6.4   3.9   3.0
  6.0   6.3   6.3   6.8   6.6   6.2   3.8   3.0
  5.4   5.7   5.8   6.2   6.1   6.1   3.7   2.9
  4.9   5.1   5.2   5.7   5.5   5.9   3.6   2.9
  4.4   4.6   4.8   5.1   5.0   5.6   3.5   2.8
  4.0   4.2   4.3   4.7   4.6   5.1   3.5   2.8
  3.6   3.8   3.9   4.2   4.2   4.7   3.4   2.7
  3.2   3.4   3.5   3.8   3.8   4.2   3.3   2.7
  2.9   3.0   3.2   3.4   3.4   3.8   3.2   2.7
  2.6   2.7   2.9   3.1   3.1   3.5   3.2   2.7
  2.3   2.4   2.6   2.8   2.8   3.1   3.0   2.6
  2.0   2.1   2.3   2.5   2.5   2.8   2.7   2.6
  1.9 /64.6   1.9 /65.3   2.0   2.2   2.2   2.5   2.4   2.6

  1.9 /67.0   1.9   2.0   2.3   2.2   2.6
  1.9 /69.0   2.0   2.0   2.3

  1.9 /70.6   1.9 /70.6   2.0
  1.9 /73.0

10 30 10 30 10 30 10 30

10 30 10 30 10 30 10 30

16.2
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0
74.0
76.0

16.2
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0
74.0

16.2
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0
74.0
76.0

16.2
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
56.0
58.0
60.0
62.0
64.0
66.0
68.0
70.0
72.0
74.0

Unit: ton

 

Unit: ton

 

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Specifications
GrossRatedLoadTable

SPECIFICATIONSSCX1500A-3
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Specifications
GrossRatedLoadTable

SPECIFICATIONS SCX1500A-3

MainBoomwithCraneJib

24
10 16 22 28

 80.0  80.0  80.0  80.0  80.0  80.0  80.0  80.0
 80.0  80.0  80.0  80.0  80.0  80.0  80.0  80.0
 80.0  80.0  80.0  80.0  80.0  80.0  80.0  80.0
 72.6  72.2  71.9  71.2  71.1  70.1  70.2  68.8
 62.0  61.6  61.3  60.7  60.5  59.7  59.7  58.5
 47.5  47.3  46.9  46.5  46.2  45.5  45.4  44.5
 38.2  38.0  37.6  37.3  36.9  36.4  36.1  35.5
 31.6  31.5  31.0  30.8  30.4  30.0  29.6  29.2
 26.8  26.7  26.2  26.1  25.6  25.4  24.9  24.6
 23.1  23.0  22.5  22.4  21.9  21.8  21.2  21.0
 20.2  20.1  19.6  19.6  19.0  18.9  18.4  18.3
 19.8 /22.3  19.7 /22.3  19.2 /22.3  19.2 /22.3  18.6 /22.3  18.6 /22.3  18.0 /22.3  17.9 /22.3

27
10 16 22 28

 
 80.0 /6.8  80.0 /6.8  80.0 /6.8  80.0 /6.8  80.0 /6.8  80.0 /6.8  80.0 /6.8  80.0 /6.8
 80.0  80.0  80.0  80.0  80.0  80.0  80.0  80.0
 80.0  80.0  80.0  80.0  80.0  80.0  80.0  80.0
 72.6  72.2  71.9  71.2  71.2  70.1  70.3  68.8
 61.9  61.6  61.3  60.7  60.6  59.7  59.7  58.5
 47.5  47.2  46.9  46.4  46.2  45.5  45.4  44.5
 38.1  37.9  37.5  37.2  36.9  36.4  36.1  35.4
 31.5  31.4  31.0  30.7  30.4  30.0  29.7  29.1
 26.7  26.6  26.2  26.0  25.5  25.3  24.9  24.5
 23.0  22.9  22.5  22.3  21.9  21.6  21.2  20.9
 20.0  20.0  19.5  19.4  18.9  18.8  18.3  18.1
 17.7  17.6  17.2  17.1  16.6  16.5  16.0  15.9
 16.7 /24.9  16.7 /24.9  16.2 /24.9  16.2 /24.9  15.7 /24.9  15.6 /24.9  15.1 /24.9  15.0 /24.9

10 30 10 3010 30 10 30

10 30 10 3010 30 10 30

6.3
7.0
8.0
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0

6.3
7.0
8.0
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
24.9

6.3
7.0
8.0
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0

6.3
7.0
8.0
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
24.9

Unit: ton

 

Unit: ton

1. The rated loads determined according to EN13000 rating on the condition that the machine is stationed on firm, level ground.
2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping condition.
3. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as boom hook and jib hook, from figures shown above.
4. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.
5. The offset angles shown are of jib boom offset angle against the main boom, under load.
6. The counterweight is 65.4 ton. (Superstructure 56.4ton + Undercarriage 9.0 ton )  

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Hook Capacity Hook Weight Maximum rated loads (t)
(t) (t) 13falls 12falls 11falls 10falls 9falls 8falls 7falls 6falls 5falls 4falls 3falls 2falls 1falls

150 2.59 150 144 132 120 108 96 84 72 60 48 36 24
120 2.35 120 108 96 84 72 60 48 36 24
80 1.35 80 72 60 48 36 24
35 0.90 35 24
12 0.51 12
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MainBoomwithCraneJib

30
10 16 22 28

 72.0  72.0  72.0  72.0  72.0  72.0  72.0  72.0
 72.0  72.0  72.0  72.0  72.0  72.0  72.0  72.0
 72.0  72.0  72.0  71.3  71.2  70.1  70.3  68.9
 61.9  61.6  61.3  60.7  60.6  59.7  59.8  58.5
 47.5  47.2  46.9  46.4  46.2  45.5  45.5  44.5
 38.1  37.9  37.5  37.2  36.9  36.4  36.2  35.5
 31.5  31.4  31.0  30.7  30.4  30.0  29.7  29.1
 26.7  26.6  26.2  25.9  25.6  25.2  24.9  24.5
 23.0  22.9  22.4  22.3  21.9  21.6  21.2  20.9
 20.0  19.9  19.5  19.4  19.0  18.8  18.3  18.1
 17.6  17.6  17.1  17.0  16.6  16.4  16.0  15.8
 15.6  15.6  15.2  15.1  14.6  14.5  14.0  13.9
 14.4 /27.5  14.3 /27.5  13.9 /27.5  13.9 /27.5  13.4 /27.5  13.3 /27.5  12.8 /27.5  12.7 /27.5

33
10 16 22 28

10 30 10 30 10 30 10 30

 72.0 /7.9  72.0 /7.9  72.0 /7.9  72.0 /7.9  72.0 /7.9  72.0 /7.9  72.0 /7.9  72.0 /7.9
 72.0  72.0  72.0  72.0  72.0  72.0  72.0  72.0
 71.5  71.1  70.7  70.1  69.9  68.9  68.9  67.6
 61.9  61.5  61.3  60.6  60.6  59.6  59.8  58.5
 47.4  47.1  46.8  46.3  46.2  45.5  45.5  44.5
 38.0  37.8  37.4  37.1  36.8  36.3  36.2  35.4
 31.4  31.2  30.9  30.6  30.3  29.9  29.7  29.1
 26.6  26.4  26.1  25.8  25.5  25.1  24.9  24.4
 22.8  22.7  22.4  22.2  21.8  21.5  21.2  20.8
 19.9  19.8  19.4  19.3  18.9  18.6  18.3  18.0
 17.5  17.4  17.0  16.9  16.5  16.3  15.9  15.7
 15.5  15.5  15.1  15.0  14.5  14.4  14.0  13.8
 13.9  13.8  13.4  13.3  12.9  12.8  12.3  12.2
 12.5  12.4  12.0  12.0  11.5  11.5  11.0  10.9
 12.4 /30.1  12.4 /30.1  12.0 /30.1  11.9 /30.1  11.5 /30.1  11.4 /30.1  10.9 /30.1  10.8 /30.1

10 30 10 30 10 30 10 30

7.4
8.0
9.0
10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0

7.4
8.0
9.0
10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
30.1

7.4
8.0
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0

7.4
8.0
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
30.1

Unit: ton

Unit: ton

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

28.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

Specifications
GrossRatedLoadTable

SPECIFICATIONSSCX1500A-3
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Specifications
GrossRatedLoadTable

SPECIFICATIONS SCX1500A-3

MainBoomwithCraneJib

Unit: ton
36

10 16 22 28

 
 60.0  60.0  60.0  60.0  60.0  60.0  60.0  60.0
 60.0  60.0  60.0  60.0  60.0  60.0  60.0  60.0
 60.0  60.0  60.0  60.0  60.0  59.2  59.2  58.0
 47.3  47.0  46.7  46.3  46.1  45.4  45.4  44.4
 37.9  37.7  37.4  37.0  36.8  36.2  36.1  35.3
 31.3  31.1  30.8  30.5  30.2  29.8  29.6  29.0
 26.5  26.3  26.0  25.7  25.4  25.0  24.8  24.3
 22.7  22.6  22.2  22.0  21.7  21.4  21.1  20.7
 19.8  19.7  19.3  19.1  18.8  18.5  18.2  17.9
 17.4  17.3  16.9  16.8  16.4  16.2  15.8  15.5
 15.4  15.3  14.9  14.8  14.4  14.3  13.9  13.7
 13.7  13.7  13.3  13.2  12.8  12.6  12.2  12.1
 12.3  12.2  11.9  11.8  11.4  11.3  10.8  10.7
 11.1  11.0  10.6  10.6  10.2  10.1   9.6   9.6
 10.7 /32.7  10.7 /32.7  10.3 /32.7  10.2 /32.7   9.8 /32.7   9.7 /32.7   9.3 /32.7   9.2 /32.7

Unit: ton
39

10 16 22 28

 
 60.0  60.0  60.0  60.0  60.0  60.0  60.0  60.0
 60.0  60.0  59.7  59.1  58.9  58.1  58.1  56.9
 47.2  46.9  46.6  46.2  46.0  45.3  45.4  44.3
 37.8  37.5  37.3  36.9  36.7  36.1  36.1  35.2
 31.2  31.0  30.7  30.4  30.2  29.7  29.5  28.9
 26.3  26.2  25.9  25.6  25.3  24.9  24.7  24.2
 22.6  22.5  22.1  21.9  21.6  21.3  21.0  20.6
 19.6  19.5  19.2  19.0  18.7  18.4  18.1  17.7
 17.2  17.1  16.8  16.6  16.3  16.1  15.7  15.4
 15.2  15.2  14.8  14.7  14.3  14.1  13.8  13.5
 13.6  13.5  13.1  13.0  12.7  12.5  12.1  11.9
 12.2  12.1  11.7  11.6  11.2  11.1  10.7  10.6
 10.9  10.9  10.5  10.4  10.0   9.9   9.5   9.4
  9.9   9.8   9.5   9.4   9.0   8.9   8.5   8.4
  9.3 /35.3   9.2 /35.3   8.8 /35.3   8.8 /35.3   8.4 /35.3   8.3 /35.3   7.9 /35.3   7.8 /35.3

10 30 10 3010 30 10 30

10 30 10 3010 30 10 30

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

8.5
9.0
10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

9.0
10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
35.3

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

8.5
9.0

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

9.0
10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
35.3
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42
10 16 22 28

 
 48.0  48.0  48.0  48.0  48.0  48.0  48.0  48.0
 48.0  48.0  48.0  48.0  48.0  48.0  48.0  48.0
 47.1  46.9  46.6  46.1  46.0  45.3  45.4  44.3
 37.7  37.5  37.2  36.8  36.7  36.1  36.1  35.2
 31.1  31.0  30.7  30.3  30.1  29.6  29.5  28.9
 26.3  26.1  25.8  25.5  25.3  24.9  24.7  24.1
 22.5  22.4  22.1  21.8  21.6  21.2  21.0  20.5
 19.6  19.4  19.1  18.9  18.6  18.3  18.1  17.7
 17.2  17.1  16.7  16.5  16.2  16.0  15.7  15.4
 15.2  15.1  14.7  14.6  14.3  14.0  13.7  13.4
 13.5  13.4  13.1  12.9  12.6  12.4  12.1  11.8
 12.1  12.0  11.6  11.5  11.2  11.0  10.7  10.5
 10.8  10.8  10.4  10.3  10.0   9.8   9.5   9.3
  9.8   9.7   9.4   9.3   8.9   8.8   8.4   8.3
  8.8   8.8   8.4   8.4   8.0   7.9   7.5   7.4
  8.0 /37.9   8.0 /37.9   7.6 /37.9   7.6 /37.9   7.2 /37.9   7.2 /37.9   6.7 /37.9   6.7 /37.9

45
10 16 22 28

 
 48.0 /10.1  48.0 /10.1  48.0 /10.1  48.0 /10.1  48.0 /10.1  48.0 /10.1  48.0 /10.1  48.0 /10.1
 46.7  46.4  46.1  45.6  45.4  44.7  44.6  43.7
 37.6  37.3  37.1  36.7  36.5  35.9  35.9  35.1
 31.0  30.8  30.5  30.1  30.0  29.5  29.4  28.7
 26.1  25.9  25.6  25.3  25.1  24.7  24.6  24.0
 22.3  22.2  21.9  21.6  21.4  21.0  20.8  20.4
 19.4  19.2  18.9  18.7  18.4  18.1  17.9  17.5
 17.0  16.8  16.5  16.3  16.0  15.8  15.5  15.2
 15.0  14.9  14.5  14.4  14.1  13.8  13.5  13.2
 13.3  13.2  12.9  12.7  12.4  12.2  11.9  11.6
 11.8  11.8  11.4  11.3  11.0  10.8  10.5  10.3
 10.6  10.6  10.2  10.1   9.8   9.6   9.3   9.1
  9.5   9.5   9.1   9.1   8.7   8.6   8.2   8.1
  8.6   8.6   8.2   8.1   7.8   7.7   7.3   7.2
  7.8   7.7   7.4   7.3   7.0   6.9   6.5   6.4
  7.0   7.0   6.7   6.6   6.2   6.2   5.8   5.7
  6.9 /40.5   6.8 /40.5   6.5 /40.5   6.5 /40.5   6.1 /40.5   6.0 /40.5   5.6 /40.5   5.6 /40.5

10 30 10 30 10 30 10 30

10 30 10 30 10 30 10 30

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

9.6
10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
40.5

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

9.6
10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0

  

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

10.0
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
40.5

Unit: ton

Unit: ton

Specifications
GrossRatedLoadTable
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Specifications
GrossRatedLoadTable

SPECIFICATIONS SCX1500A-3

MainBoomwithCraneJib

48
10 16 22 28

 36.0  36.0  36.0  36.0  36.0  36.0  36.0  36.0
 36.0  36.0  36.0  36.0  36.0  36.0  36.0  36.0
 36.0  36.0  36.0  36.0  36.0  35.9  35.9  35.0
 30.9  30.7  30.5  30.1  29.9  29.4  29.4  28.7
 26.0  25.9  25.6  25.3  25.1  24.7  24.5  23.9
 22.3  22.1  21.8  21.6  21.4  21.0  20.8  20.3
 19.3  19.2  18.9  18.7  18.4  18.1  17.9  17.4
 16.9  16.8  16.5  16.3  16.0  15.7  15.5  15.1
 14.9  14.8  14.5  14.3  14.0  13.8  13.5  13.2
 13.2  13.1  12.8  12.7  12.3  12.1  11.9  11.6
 11.8  11.7  11.4  11.2  10.9  10.7  10.4  10.2
 10.5  10.5  10.1  10.0   9.7   9.5   9.2   9.0
  9.5   9.4   9.1   9.0   8.6   8.5   8.2   8.0
  8.5   8.5   8.1   8.0   7.7   7.6   7.2   7.1
  7.7   7.6   7.3   7.2   6.9   6.8   6.4   6.3
  6.9   6.9   6.6   6.5   6.1   6.1   5.7   5.6
  6.3   6.2   5.9   5.9   5.5   5.4   5.0   5.0
  5.9 /43.1   5.9 /43.1   5.6 /43.1   5.5 /43.1   5.1 /43.1   5.1 /43.1   4.7 /43.1   4.7 /43.1

10 16 22 28
10 30 10 30 10 30 10 30

 36.0 /11.2  36.0 /11.2  36.0 /11.2  36.0 /11.2  36.0 /11.2  36.0 /11.2  36.0 /11.2  36.0 /11.2
 36.0  36.0  36.0  36.0  36.0  36.0  36.0  36.0
 36.0  36.0  36.0  36.0  36.0  35.6  35.5  34.7
 30.8  30.6  30.3  30.0  29.8  29.3  29.3  28.5
 25.9  25.7  25.4  25.1  25.0  24.5  24.4  23.8
 22.1  22.0  21.7  21.4  21.2  20.8  20.7  20.2
 19.2  19.0  18.7  18.5  18.3  17.9  17.8  17.3
 16.7  16.6  16.3  16.1  15.9  15.6  15.4  15.0
 14.7  14.6  14.3  14.1  13.9  13.6  13.4  13.0
 13.0  13.0  12.6  12.5  12.2  12.0  11.7  11.4
 11.6  11.5  11.2  11.1  10.8  10.6  10.3  10.0
 10.4  10.3  10.0   9.9   9.5   9.4   9.1   8.9
  9.3   9.2   8.9   8.8   8.5   8.3   8.0   7.8
  8.3   8.3   8.0   7.9   7.5   7.4   7.1   6.9
  7.5   7.5   7.1   7.1   6.7   6.6   6.3   6.1
  6.8   6.7   6.4   6.3   6.0   5.9   5.5   5.4
  6.1   6.1   5.7   5.7   5.3   5.2   4.9   4.8
  5.5   5.5   5.1   5.1   4.7   4.7   4.3   4.2
  5.0 /45.7   5.0 /45.7   4.7 /45.7   4.6 /45.7   4.3 /45.7   4.2 /45.7   3.8 /45.7   3.8 /45.7

48

10 30 10 3010 30 10 30

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

10.6
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

10.6
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
45.7

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

10.6
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

10.6
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
45.7

Unit: ton

Unit: ton
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54
10 16 22 28

 
 36.0  36.0  36.0  36.0  36.0  36.0  35.9  35.6
 36.0  36.0  36.0  36.0  36.0  36.0  35.5  35.3
 36.0  36.0  35.2  35.2  34.1  34.1  32.9  32.9
 30.6  30.4  30.1  29.8  29.6  29.1  29.1  28.3
 25.7  25.5  25.3  24.9  24.8  24.3  24.2  23.6
 21.9  21.8  21.5  21.2  21.0  20.6  20.5  20.0
 18.9  18.8  18.5  18.3  18.1  17.7  17.6  17.1
 16.5  16.4  16.1  15.9  15.7  15.4  15.2  14.8
 14.5  14.4  14.1  13.9  13.7  13.4  13.2  12.8
 12.8  12.7  12.4  12.3  12.0  11.8  11.5  11.2
 11.4  11.3  11.0  10.9  10.6  10.4  10.1   9.8
 10.2  10.1   9.8   9.6   9.3   9.2   8.9   8.6
  9.1   9.0   8.7   8.6   8.3   8.1   7.8   7.6
  8.1   8.1   7.7   7.6   7.3   7.2   6.9   6.7
  7.3   7.2   6.9   6.8   6.5   6.4   6.0   5.9
  6.5   6.5   6.2   6.1   5.8   5.7   5.3   5.2
  5.9   5.8   5.5   5.4   5.1   5.0   4.7   4.6
  5.3   5.2   4.9   4.8   4.5   4.4   4.1   4.0
  4.7   4.7   4.4   4.3   4.0   3.9   3.5   3.5
  4.2   4.2   3.9   3.8   3.5   3.4   3.1   3.0
  4.2 /48.3   4.1 /48.3   3.8 /48.3   3.8 /48.3   3.4 /48.3   3.4 /48.3   3.0 /48.3   3.0 /48.3

57
10 16 22 28

 
 35.2 /12.3  35.1 /12.3  34.1 /12.3  34.1 /12.3  33.0 /12.3  32.8 /12.3  31.7 /12.3  31.4 /12.3
 33.0  32.9  32.0  32.0  30.9  30.9  29.7  29.6
 30.4  30.2  29.6  29.6  28.6  28.6  27.5  27.5
 25.5  25.4  25.1  24.8  24.6  24.2  24.1  23.5
 21.8  21.6  21.3  21.1  20.9  20.5  20.4  19.8
 18.8  18.6  18.4  18.1  17.9  17.6  17.4  16.9
 16.4  16.2  16.0  15.7  15.5  15.2  15.0  14.6
 14.4  14.2  14.0  13.8  13.5  13.2  13.0  12.7
 12.7  12.6  12.3  12.1  11.8  11.6  11.4  11.0
 11.2  11.1  10.8  10.7  10.4  10.2   9.9   9.7
 10.0   9.9   9.6   9.5   9.2   9.0   8.7   8.5
  8.9   8.8   8.5   8.4   8.1   7.9   7.7   7.4
  8.0   7.9   7.6   7.5   7.2   7.0   6.7   6.5
  7.1   7.1   6.7   6.6   6.3   6.2   5.9   5.7
  6.4   6.3   6.0   5.9   5.6   5.5   5.1   5.0
  5.7   5.6   5.3   5.3   4.9   4.8   4.5   4.4
  5.1   5.0   4.7   4.7   4.3   4.2   3.9   3.8
  4.5   4.5   4.2   4.1   3.8   3.7   3.4   3.3
  4.1   4.0   3.7   3.7   3.3   3.3   2.9   2.8
  3.6   3.6   3.3   3.2   2.9   2.8   2.5   2.4
  3.4 /50.9   3.4 /50.9   3.1 /50.9   3.0 /50.9   2.7 /50.9   2.7 /50.9   2.3 /50.9   2.2 /50.9

10 30 10 30 10 30 10 30

10 30 10 30 10 30 10 30

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

11.7
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
50.9

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

11.7
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0

Jib length (m)
Offset angle (deg)

Radius (m)
12.0
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
50.9

Unit: ton

Unit: ton
Boom length (m)

Specifications
GrossRatedLoadTable
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Specifications
GrossRatedLoadTable

SPECIFICATIONS SCX1500A-3

MainBoomwithCraneJib

60
10 16 22 28

 24.0  24.0  24.0  24.0  24.0  24.0  24.0  24.0
 24.0  24.0  24.0  24.0  24.0  24.0  24.0  24.0
 24.0  24.0  24.0  24.0  24.0  24.0  24.0  24.0
 24.0  24.0  24.0  24.0  23.3  23.3  22.3  22.4
 21.7  21.6  21.3  21.1  20.9  20.5  20.4  19.8
 18.7  18.6  18.3  18.1  17.9  17.5  17.4  16.9
 16.3  16.2  15.9  15.7  15.5  15.2  15.0  14.6
 14.3  14.2  13.9  13.7  13.5  13.2  13.0  12.6
 12.6  12.5  12.2  12.0  11.8  11.5  11.3  11.0
 11.2  11.1  10.8  10.6  10.3  10.1   9.9   9.6
  9.9   9.8   9.5   9.4   9.1   8.9   8.7   8.4
  8.8   8.7   8.4   8.3   8.0   7.8   7.6   7.3
  7.9   7.8   7.5   7.4   7.1   6.9   6.6   6.4
  7.0   7.0   6.6   6.5   6.2   6.1   5.8   5.6
  6.3   6.2   5.9   5.8   5.5   5.4   5.1   4.9
  5.6   5.5   5.2   5.1   4.8   4.7   4.4   4.3
  5.0   4.9   4.6   4.5   4.2   4.1   3.8   3.7
  4.4   4.4   4.1   4.0   3.7   3.6   3.3   3.2
  3.9   3.9   3.6   3.5   3.2   3.1   2.8   2.7
  3.5   3.4   3.1   3.1   2.7   2.7   2.3   2.3
  3.0   3.0   2.7   2.7   2.3   2.3   1.9   1.9
  2.8 /53.2   2.8 /53.2   2.5 /53.2   2.4 /53.2   2.1 /53.2   2.1 /53.2

63
10 16 22 28

 24.0 /13.5  24.0 /13.5  24.0 /13.5  24.0 /13.5  24.0 /13.5  24.0 /13.5  23.8 /13.5  23.6 /13.5
 24.0  24.0  24.0  24.0  24.0  24.0  23.3  23.2
 24.0  24.0  23.5  23.5  22.6  22.6  21.6  21.5
 22.5  22.5  21.7  21.7  20.9  20.9  19.9  19.9
 20.7  20.8  20.0  20.1  19.3  19.3  18.3  18.4
 18.5  18.4  18.1  17.9  17.7  17.3  16.9  16.7
 16.1  16.0  15.7  15.5  15.3  15.0  14.8  14.4
 14.1  14.0  13.7  13.5  13.3  13.0  12.8  12.4
 12.4  12.3  12.0  11.8  11.6  11.3  11.1  10.8
 10.9  10.8  10.6  10.4  10.1   9.9   9.7   9.4
  9.7   9.6   9.3   9.2   8.9   8.7   8.5   8.2
  8.6   8.5   8.2   8.1   7.8   7.6   7.4   7.1
  7.6   7.6   7.3   7.2   6.9   6.7   6.4   6.2
  6.8   6.7   6.4   6.3   6.0   5.9   5.6   5.4
  6.0   6.0   5.7   5.6   5.3   5.1   4.8   4.7
  5.4   5.3   5.0   4.9   4.6   4.5   4.2   4.0
  4.8   4.7   4.4   4.3   4.0   3.9   3.6   3.4
  4.2   4.2   3.8   3.8   3.4   3.4   3.0   2.9
  3.7   3.7   3.3   3.3   3.0   2.9   2.5   2.4
  3.2   3.2   2.9   2.8   2.5   2.4   2.1   2.0
  2.8   2.8   2.5   2.4   2.1   2.0   1.9 /51.0   1.9 /50.5
  2.4   2.4   2.1   2.1   1.9 /53.0   1.9 /52.6
  2.1 /55.8   2.1 /55.8   1.9 /55.2   1.9 /54.9

10 30 10 3010 30 10 30

10 30 10 3010 30 10 30

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

12.9
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0

Boom length (m)
Jib length (m)

Offset angle (deg)
Radius (m)

12.9
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
55.8

Boom length (m)
Jib length (m)

Offset angle (deg)
 Radius (m)

12.9
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0

Boom length (m)
Jib length (m)

Offset angle (deg)
 Radius (m)

12.9
14.0
16.0
18.0
20.0
22.0
24.0
26.0
28.0
30.0
32.0
34.0
36.0
38.0
40.0
42.0
44.0
46.0
48.0
50.0
52.0
54.0
55.8

Unit: ton

Unit: ton
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MainBoom(UsingThirdWinch)

Maximum rated loads (t)
13falls
150

12falls
144

11falls
132

10falls
120
120

9falls
108
108

8falls
96
96

7falls
84
84
80

6falls
72
72
72

5falls
60
60
60

4falls
48
48
48

3falls
36
36
36
35

2falls
24
24
24
24

Hook Weight
(t)

2.59
2.35
1.35
0.90

150
120
80
35

Hook Capacity
(t)

Unit: ton
Working Boom length (m) Working

Radius(m) 15 18 21 24 27 30 33 36 39 42 45 Radius(m)
4.5 150.0 4.5
5.0 135.2 120.0 /5.2 5.0
5.5 123.5 120.0  84.0 /5.7 5.5
6.0 113.6 113.5  84.0  72.0 /6.3  72.0 /6.8 6.0
7.0  97.7  97.6  84.0  72.0  72.0  60.0 /7.4  48.0 /7.9 7.0
8.0  85.6  85.5  84.0  72.0  72.0  60.0  48.0  48.0 /8.5 8.0
9.0  73.4  73.5  74.0  72.0  72.0  60.0  48.0  48.0  48.0  36.0 /9.6 9.0
10.0  62.8  62.9  63.4  63.4  63.3  60.0  48.0  48.0  48.0  36.0  36.0 /10.1 10.0
12.0  48.5  48.5  48.9  48.9  48.8  48.8  48.0  48.0  48.0  36.0  36.0 12.0
14.0  39.1  39.2  39.6  39.6  39.4  39.4  39.4  39.2  39.1  36.0  36.0 14.0
16.0  37.3 /14.5  32.7  33.0  33.0  32.9  32.9  32.8  32.6  32.5  32.5  32.3 16.0
18.0  29.8 /17.1  28.2  28.2  28.1  28.0  28.0  27.8  27.7  27.6  27.4 18.0
20.0  25.0 /19.7  24.5  24.3  24.3  24.2  24.1  23.9  23.9  23.7 20.0
22.0  21.5  21.4  21.3  21.3  21.1  21.0  20.9  20.7 22.0
24.0  21.1 /22.3  19.0  18.9  18.9  18.7  18.5  18.5  18.3 24.0
26.0  18.0 /24.9  16.9  16.9  16.7  16.6  16.5  16.3 26.0
28.0  15.7 /27.5  15.2  15.0  14.9  14.8  14.6 28.0
30.0  13.8  13.6  13.4  13.4  13.2 30.0
32.0  13.7 /30.1  12.3  12.2  12.1  11.9 32.0
34.0  12.0 /32.7  11.1  11.0  10.8 34.0
36.0  10.5 /35.3  10.1   9.9 36.0
38.0   9.3 /37.9   9.0 38.0
40.0   8.3 40.0
42.0   8.1 /40.5 42.0

Unit: ton
Working Boom length (m) Working

Radius(m) 48 51 54 57 60 63 Radius(m)
10.0  36.0 /10.6  24.0 /11.3  24.0 /11.8 10.0
12.0  36.0  24.0  24.0  24.0 /12.4  24.0 /12.9  24.0 /13.5 12.0
14.0  36.0  24.0  24.0  24.0  24.0  24.0 14.0
16.0  32.2  24.0  24.0  24.0  24.0  24.0 16.0
18.0  27.3  24.0  24.0  24.0  24.0  24.0 18.0
20.0  23.5  23.5  23.3  23.1  23.0  22.8 20.0
22.0  20.5  20.5  20.3  20.2  20.0  19.8 22.0
24.0  18.1  18.1  17.9  17.7  17.6  17.4 24.0
26.0  16.1  16.1  15.9  15.7  15.5  15.3 26.0
28.0  14.4  14.4  14.2  14.0  13.9  13.6 28.0
30.0  13.0  12.9  12.7  12.6  12.4  12.2 30.0
32.0  11.8  11.7  11.5  11.3  11.2  10.9 32.0
34.0  10.7  10.6  10.4  10.2  10.1   9.9 34.0
36.0   9.7   9.6   9.4   9.3   9.1   8.9 36.0
38.0   8.9   8.8   8.6   8.4   8.3   8.0 38.0
40.0   8.1   8.0   7.8   7.7   7.5   7.3 40.0
42.0   7.5   7.3   7.1   7.0   6.8   6.6 42.0
44.0   7.1 /43.1   6.7   6.5   6.4   6.2   6.0 44.0
46.0   6.3 /45.5   6.0   5.8   5.6   5.4 46.0
48.0   5.5   5.3   5.1   4.9 48.0
50.0   5.4 /48.1   4.8   4.7   4.5 50.0
52.0   4.7 /50.6   4.2   4.0 52.0
54.0   4.0 /53.2   3.6 54.0
56.0   3.3 /55.8 56.0

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed on firm, level ground.
2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping condition.
3. Be sure to attach the hanger sheaves block to the top boom when boom length is 15m and 18m.
4. Be sure to remove the hanger sheaves block from the top boom when boom length is 21m or more.
5. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as boom hook and jib hook, from figures shown above.
6. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.
7. The counterweight is 65.4ton. (Superstructure 56.4ton + Undercarriage 9.0 ton )  
8. Correlation between the number of reeved lines, maximum rated loads, hook weights are shown in the table below.
9. Cannot be used with 1 fall.

Specifications
GrossRatedLoadTable

SPECIFICATIONSSCX1500A-3
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Specifications
GrossRatedLoadTable

SPECIFICATIONS SCX1500A-3

MainBoomwithAux.Sheave(UsingThirdWinch)

Radius Boom length (m) Radius
(m) 15 18 21 24 27 30 33 36 39 42 45 (m)
4.5 148.5 4.5
5.0 134.4 120.0 /5.2 5.0
5.5 122.6 120.0  84.0 /5.7 5.5
6.0 112.7 112.6  84.0  72.0 /6.3  72.0 /6.8 6.0
7.0  96.9  96.8  84.0  72.0  72.0  60.0 /7.4  48.0 /7.9 7.0
8.0  84.8  84.7  84.0  72.0  72.0  60.0  48.0  48.0 /8.5 8.0
9.0  73.0  73.1  73.6  72.0  72.0  60.0  48.0  48.0  48.0  36.0 /9.6 9.0
10.0  62.4  62.5  62.9  63.0  62.8  60.0  48.0  48.0  48.0  36.0  36.0 /10.1 10.0
12.0  48.1  48.1  48.5  48.5  48.4  48.4  48.0  48.0  48.0  36.0  36.0 12.0
14.0  38.8  38.8  39.2  39.2  39.1  39.0  39.0  38.8  38.7  36.0  36.0 14.0
16.0  37.0 /14.5  32.3  32.7  32.7  32.5  32.5  32.4  32.2  32.1  32.0  31.9 16.0
18.0  29.5 /17.1  27.9  27.9  27.7  27.6  27.6  27.4  27.2  27.2  27.0 18.0
20.0  24.6 /19.7  24.1  24.0  23.9  23.9  23.7  23.5  23.4  23.2 20.0
22.0  21.2  21.0  21.0  20.9  20.7  20.6  20.5  20.3 22.0
24.0  20.8 /22.3  18.6  18.6  18.5  18.3  18.2  18.1  17.9 24.0
26.0  17.7 /24.9  16.6  16.5  16.3  16.2  16.1  15.9 26.0
28.0  15.3 /27.5  14.9  14.6  14.5  14.4  14.2 28.0
30.0  13.4  13.2  13.1  13.0  12.8 30.0
32.0  13.4 /30.1  12.0  11.8  11.7  11.5 32.0
34.0  11.6 /32.7  10.8  10.7  10.4 34.0
36.0  10.2 /35.3   9.7   9.5 36.0
38.0   8.9 /37.9   8.7 38.0
40.0   7.9 40.0
42.0   7.8 /40.5 42.0

Unit: ton

Unit: ton

Radius Boom length (m) Radius
(m) 48 51 54 57 60 63 (m)
10.0  36.0 /10.6  24.0 /11.3  24.0 /11.8 10.0
12.0  36.0  24.0  24.0  24.0 /12.4  24.0 /12.9  24.0 /13.5 12.0
14.0  36.0  24.0  24.0  24.0  24.0  24.0 14.0
16.0  31.7  24.0  24.0  24.0  24.0  24.0 16.0
18.0  26.8  24.0  24.0  24.0  24.0  24.0 18.0
20.0  23.1  23.0  22.8  22.7  22.5  22.2 20.0
22.0  20.1  20.0  19.8  19.7  19.5  19.3 22.0
24.0  17.7  17.6  17.4  17.3  17.1  16.9 24.0
26.0  15.7  15.6  15.4  15.2  15.1  14.9 26.0
28.0  14.0  13.9  13.7  13.6  13.4  13.2 28.0
30.0  12.6  12.5  12.3  12.1  11.9  11.7 30.0
32.0  11.4  11.3  11.0  10.9  10.7  10.5 32.0
34.0  10.3  10.2  10.0   9.8   9.6   9.4 34.0
36.0   9.3   9.2   9.0   8.8   8.7   8.4 36.0
38.0   8.5   8.4   8.2   8.0   7.8   7.6 38.0
40.0   7.8   7.6   7.4   7.2   7.1   6.8 40.0
42.0   7.1   7.0   6.7   6.6   6.4   6.2 42.0
44.0   6.8 /43.1   6.3   6.1   5.9   5.8   5.5 44.0
46.0   5.9 /45.5   5.6   5.4   5.2   5.0 46.0
48.0   5.1   4.9   4.7   4.5 48.0
50.0   5.0 /48.1   4.4   4.3   4.0 50.0
52.0   4.3 /50.6   3.8   3.6 52.0
54.0   3.6 /53.2   3.2 54.0
56.0   2.9 /55.8 56.0

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed on firm, level ground.
2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping condition.
3. Be sure to attach the hanger sheaves block to the top boom when boom length is 15m and 18m.
4. Be sure to remove the hanger sheaves block from the top boom when boom length is 21m or more.
5. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as boom hook and jib hook, from figures shown above.
6. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.
7. The counterweight is 65.4ton. (Superstructure 56.4ton + Undercarriage 9.0 ton )  
8. Correlation between the number of reeved lines, maximum rated loads, hook weights are shown in the table below.
9. Cannot be used with 1 fall.

Maximum rated loads (t)
13falls
150

12falls
144

11falls
132

10falls
120
120

9falls
108
108

8falls
96
96

7falls
84
84
80

6falls
72
72
72

5falls
60
60
60

4falls
48
48
48

3falls
36
36
36
35

2falls
24
24
24
24

Hook Weight
(t)

2.59
2.35
1.35
0.90

150
120
80
35

Hook Capacity
(t)
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Clamshell Specifications
Dimensions and Specifications
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ClamshellSpecifications
BucketCapacity m3 2.5
AllowedMaximumGrossWeight
forClamshellBucketandCaptured
LoadCombined

t 10

BoomLength m 15to27
MaximumDiggingDepth m 36
SupportWireRopeSpeed* m/min 64 WireRopeDiameter

26mmOpening/ClosingWireRopeSpeed* m/min 64
BoomHoistDrumWireRope
Speed(Raise)* m/min 44

WireRopeDiameter
22.4mmBoomHoistDrumWireRope

Speed(Lower)* m/min 44

GroundContactPressure kPa(kgf/cm²) 91(0.93)
(w/BasicBoom,2.5m3ClamshellBucket)

OverallOperatingWeight t Approximately126
(w/BasicBoom,2.5m3ClamshellBucket)

NOTE:
• Speedsmarkedwith"*"mayvarydependingonloadapplied.
• SIunitsareusedforspecifications.Inparenthesis,conventionalunitsarealsoindicated.
• Specificationsotherthanthoseshownabovearethesameasthoseshowninthecrane
specificationssection.

Capacity
(m3) Weight(t) A(mm) B(mm) C(mm) H(mm) H1(mm)

2.5 5.5 2,880 1,400 3,450 4,180 5,130

BoomLength m 15 18 21 24 27
BoomAngle ° 35 45 55 65 35 45 55 65 35 45 55 65 35 45 55 65 35 45 55 65
WorkingRadius m 14.2 12.6 11 8.5 16.6 14.7 12.7 9.7 19.1 16.8 14.4 11.0 21.5 19.0 16.1 12.3 24.0 21.0 17.8 13.5
GrossRatedLoad t 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10
LiftL(D+H2) m 39.4 40.5 41.5 42.3 41.1 42.6 43.9 45 42.8 44.7 45.7 47.7 44.5 46.8 47.4 50.4 46.2 48.9 49.1 53.1
Max.Digging
DepthD m 36

BucketDumping
HeightH2 m 3.4 4.5 5.5 6.3 5.1 6.6 7.9 9 6.8 8.7 9.7 11.7 8.5 10.8 11.4 14.4 10.2 12.9 13.1 17.1

WorkingRanges

Specifications GrossRatedLoadTable

ClamshellBucket

Boom Length (m)

15 18 21 24 27

8.5  10.0
9.0  10.0  10.0 /9.8
10.0  10.0  10.0  10.0 /11.1
12.0  10.0  10.0  10.0  10.0 /12.3  10.0 /13.6
14.0  10.0 /14.2  10.0  10.0  10.0  10.0
16.0  10.0  10.0  10.0  10.0
18.0  10.0 /16.7  10.0  10.0  10.0
20.0  10.0 /19.1  10.0  10.0
22.0  10.0 /21.6  10.0
24.0  10.0

Unit ; t
Working
Radius

(m)

1. Max. clamshell rating is 10.0 t.
Mass of bucket plus load should not exceed clamshell ratings 
shown above. Following data are for a general digging application 
buckets.

2.

In case of clamshell application, a 15.0 m boom is recomenned as 
minimum length of boom, and max. boom length shall not exceed 
27.0 m.

3.

4. Apparent specific gravity of lifting material :
Earth ........... 1.7 to 1.8 t/m3

Gravel ......... 1.8 to 2.0 t/m3 

Use the counterweight in an assembly configuration (49.6 t) that 
does not include the lower weight or top weight.

5.

Max. digging depth below ground shall be 36 m.6.

Bucket capacity 2.0 m3 2.5 m3

Bucket mass 4.5 t 5.5 t

Clamshell Specifications
DimensionsandSpecifications

SPECIFICATIONSSCX1500A-3
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WeightsandDimensionsofDisassembledUnits
Description Qty Dimensions(mm) Weight(kg)

BaseCranewith:
Backstops
BoomBase

Mast
FrontWinchWireRope

Jacks
Upper&LowerSpreader

Floats

1

13150 3165

2830

3
3
4
5

39800

BaseCranewith:
Backstops

Mast
FrontWinchWireRope

Jacks
Upper&LowerSpreader

Floats

1

12400 3165

2830

3
3
4
5

37600

BaseCranewith:
BoomHoistWinchWireRope

FrontWinchWireRope
Upper&LowerSpreader

Without:
Mast
Jacks
Floats

1

2990

3
3
4
5

7120

2790

33400

BaseCrane
Without:
Mast

WireRope
Jacks

Upper&LowerSpreader
Floats

1

7120 2990

2790

3
2
5
0

30300

Crawler(Assembly) 2

13
50

7935 965

1290

14200

JackBeams 4

10
35

1380

Width 330

420



Weights and Dimensions of Disassembled Units
Weights and Dimensions List

Weights and Dimensions of Disassembled Units
WeightsandDimensionsList TECHNICAL DATA SCX1500A-3



34

WeightsandDimensionsofDisassembledUnits
Description Qty Dimensions(mm) Weight(kg)

Counterweight(Base) 1

430
1015

13
05

3900

9100

Counterweight 5

495

1
3
0
5

3900

8100

Counterweight
(TopWeight) 1

480

1
3
0
5

3900

6860

CounterweightwithSelf
AssemblyUnit(Base) 1

2450

1
5
0
5

3900

9220

Counterweight
(ForCounterweightwithSelf

AssemblyUnit)
3

800

14
95

1630

6410

Counterweight
(ForCounterweightwithSelf

AssemblyUnit)
3

800

14
80

1460

6780

Counterweight(TopWeight)
(ForCounterweightwithSelf

AssemblyUnit)
1

465

1
4
9
5

1630

3340

Counterweight(TopWeight)
(ForCounterweightwithSelf

AssemblyUnit)
1

465

1
4
8
0

1460

3530

LowerWeight 2

1000
3680

6
0
5

4500

Weights and Dimensions of Disassembled Units
WeightsandDimensionsListTECHNICAL DATASCX1500A-3
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Weights and Dimensions of Disassembled Units
WeightsandDimensionsList TECHNICAL DATA SCX1500A-3

WeightsandDimensionsofDisassembledUnits
Description Qty Dimensions(mm) Weight(kg)

BoomBase 1

77152300

20
30

2300

BoomTop 1 19
20

23
80

21508375

2400

3mBoomInsert 1

3120

20
25

2110

470

6mBoomInsert 1

6120

20
25

2110

760

9mBoomInsert 1

9120

20
25

2110

1050

BoomBackstops 2

40
5270

6730

490

Mast 1

7260

10
00

Width 1230 

1480
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WeightsandDimensionsofDisassembledUnits
Description Qty Dimensions(mm) Weight(kg)

UpperSpreader 1

13
00 65

5 

1610

810

LowerSpreader 1

13
50 67

0

1670

870

Aux.Sheave 1

1535

755

1290

350

JibBase
(withJibStrut) 1

10
00

5145 1005

580

JibTop 1

54301010

910
290

6mJibInsert 1

6080 1040

930

190



Weights and Dimensions of Disassembled Units
WeightsandDimensionsListTECHNICAL DATASCX1500A-3
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Weights and Dimensions of Disassembled Units
WeightsandDimensionsList TECHNICAL DATA SCX1500A-3

WeightsandDimensionsofDisassembledUnits
Description Qty Dimensions(mm) Weight(kg)

BoomTopSideSpreader 1

3401240

2
0
8
5 430

HookSideSpreader 1

310950

1
0
5
0 240

150tHook
(120tHook+HookSide

Spreader)
1

810 950

3
0
8
0 2590

120tHook 1

810 845

2
4
2
0 2350

80tHook 1
80t

790 535

21
45 1350

35tHook 1

35t

390790

18
30 900

12tHook 1 12t

355

12
55 510
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Equipment List 
Standard and Optional Equipment

:Standard :Optional :Nosetting

Item Crane Clamshell

LowerStructure

965mmCrawlerShoe
JackUpUnit
CrawlerSideFrameConnectingUnit
Steps
ShoeTensionUnit(Hydraulic)
LowWearShoe(Contiguoussurfaceofroller)

UpperStructure

CabUp/DownCatwalk
UpperHouseHandrails(Forcatwalk)
UnderCover(Bedlowersurface)
WorkingLight(×2)
BackMirror(Leftandright)
CentralLubricationUnit(Forturntablebearing)
DrumFlangeCover
AutoIdleStop
EcoWinch
DrumLight(Frontwinch)
WinchRopeRetainer(Frontwinch)
WinchRopeRetainer(Rearwinch)
Catwalk(Foldingtype,Left/Right)
ElectricFuelPump
UpperHouseHandrails(Foldingtype)
WinchwithFrontandRearFreeMechanism
ThirdWinch(Ropenotincluded)(withFreemechanism)    
ShortLengthBoltsFor49.6tCounterweight

Cab

AirConditioner
Sunvisor
Sunshade
WiperwithWasher(Frontwindow,Cabroofwindow)
Microphone&Loud-Speaker
AM/FMRadio(withClock)
RoomLamp
CupHolder
24VPowerSocket(×2)
FloorMat
FloorCarpet
LevelGauge(inCab&lowerframe)
AcceleratorPedal(Rightside)
ArmchairLever
CrossOperationLever(Leverlocknotattached)
FrontOperationLever(withLeverlock)
Operator'sSeat
Operator'sSeatwithSuspension
TravelOperationPedal(Cannotbeinstalledwhenwinchwithfreemechanismattached)
BoomHoistOperationPedal*1

SwingBrakeOperationPedal*1

Fan
Front/RearOperationLever,BrakePedalPermutation
FuelBurningHeater
AcceleratorGrip
DrumRotationSensor(Front/Rear/BoomHoist)*2

SpeedControlDial(Front/Rear/BoomHoist/Swing)
Lifehammer

*1Cannotbeinstalledatthesametime.
*2Cannotbeequippedwhenthecrossoperationleverorfrontoperationleverisinstalled.
*3Thethirdwinchcanonlybeusedinthecranespecification.

Equipment List 
StandardandOptionalEquipmentTECHNICAL DATASCX1500A-3
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Equipment List 
StandardandOptionalEquipment TECHNICAL DATA SCX1500A-3

:Standard :Optional :Nosetting

Item Crane Clamshell

Attachment

15mBasicBoom(Boombase:7.5m,Top:7.5m)
3mBoomInsert
6mBoomInsert
9mBoomInsert
PartsSetfor10mcranejib[10mBasicjib,Anti-twoblock,Jibmast]
6mCraneJibInsert
MidpointPendantRope(Requiredwhentheboomlengthis66morlonger)
PartsSetforAuxiliarySheave[Auxiliarysheave,Auxiliarysheaveanti-twoblock]
BoomTopSideSpreader
HookSideSpreader
150tHook(6sheaves)(120tHook+HookSideSpreader)
120tHook(5sheaves)
80tHook(3sheaves)
35tHook(1sheave)
12tHook

WireRope

FrontWinch( 26)
MonoRopeEP3XF(40)
P S(19)+39XP 7
XPIWRC6XWS(31)  *5

RearWinch( 26)
MonoRopeEP3XF(40)
P S(19)+39XP 7
XPIWRC6XWS(31)  *6

ThirdWinch( 26)
MonoRopeEP3XF(40)
P S(19)+39XP 7

BoomHoistWinch(  22.4) IWRC6XP WS(31)

SafetyDevice

MomentLimiter
3ColorPercentageIndicator
GateLockLever
IndividualWinchOperationLeverLock(Front,Rear,Hoist,Travel)*4

AutomaticDrumLock(BoomHoist)
WinchDrumLock(Front/Rear)
SwingLock
SwingAlarm
TravelAlarm
AutoSlowdown(Slowstop)
BoomHoistLimitingDevice
SecondaryBoomOverHoistPreventDevice
WarningAlarm
MonitorPanel(Machinemonitoring)
EngineStartInterlockSystem
EmergencyEngineStopSwitch(Incab)
LiftingHeightIndicationDevice
Anti-TwoBlock
MomentLimiter(M/L)ModeSelector(Inlefthouse)
SwingRestrictionUnit
LoweringLimiter
Anemometer
ObstacleLights(Fixedlights)
DrumandRearViewMonitorSystem(3cameras)
CabRoofWindowGuard

*4Anoperationleverlockisnotattachedtothefront,rearorhoistwhenthecrossoperationleverisinstalled.
*5Usedforopening/closingrope.82mlengthroperequiredfor12mdigginddepthwith21mboomlength.
*6Usedforsupportingrope.70mlengthroperequiredfor12mdigginddepthwith21mboomlength.
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:Standard :Optional :Nosetting
Item Crane Clamshell

Commonparts

BoomFootPinRemoval/InstallationCylinder
BoomBackStop
BoomAngleSensor
BoomLiftingPiece
AssemblyPad*7

QuickDrawforSideFrameSelfAssembly*8

CounterweightwithSelfAssemblyUnit
Skywalk(withStanchion)
Skywalk(withoutStanchion)
BoomTopUnderSurfaceBuffer(Protector)
LoadTableSign(Whiteboard,boombaseinstallation)
InsertableCompanyNamePlate(Bothsidesurfacesofthemachine)
Opening/Closing/SupportRopeStopper
Hyd.Tagline(6×Fi (29)  10mm ×55m)  *9

ReevingWinch(4×F (30)  8mm×250m)  *9

ReevingWinchCumHydraulic
tagline

Forhydraulictagline(6×Fi(29)  10mm×55m)
 *9

Forreeving(6×Fi(29)  10mm×220m)
ReductionCounterweightSpecification  *10

SlingRopesforDisassemblyandAssembly(Forcounterweights,Crawlers)
AirCleanerDoubleElement
AdditionalFuelFilter(Triplefilter)
AdditionalSpareParts(Hydraulicoilfilter)
AdditionalTools(Largehammer,Crowbar,Chisel)

Other StandardSuppliedTools
StandardSpareParts

*7Theassemblypadisrequiredforthefollowingattachments.
• CraneBoomLongestLength75m
• CraneBoomLength72m+Aux.Sheave
• CraneBoomLength63m+CraneJib

*8Whenusingthereevingwinchorhydraulictagline,removethesideframeselfassemblyquickdraw.
*9 (1)Hydraulictagline(maximumlinepull:2.9kN(300kg))

(2)Reevingwinchunit(maximumlinepull:11.8ZkN(1,200kg))
(3)Reevingwinchandhydraulictagline
(Linepull:Forhydraulictagline(maximumlinepull:1.5kN(150kg))/forreevingwinch(maximumlinepull:2.9kN(300kg))

*10Thereductioncounterweightspecificationcanonlybeusedforthecranespecification,withtheexceptionofthecranejib.
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•• We•are•constantly•improving•our•products•and•therefore•reserve•the•right•to•change•designs•and•speafications•without•notice.
•• Units•in•this•specification•are•shown•under•International•System•of•Units;•the•figures•in•parenthesis•are•under•Gravitational•System•
of•Units•as•old•one.
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